






ADVANCED ACCESSORY PARTS

At PSR the supply of feeder expendables also involves the

provision of advanced accessory parts and processes for the

feeder.

PSR PREFORMS
PSR PREFORMS are pressed ceramic fibre shapes moulded exactly to

fit the exterior contours of the orifice ring and the interior contours

of the orifice ring holder. Made from 1300˚C vacuum formed ceramic

fibre they provide the most efficient form of orifice ring insulation,

reducing heat losses from the ring and improving the thermal

homogeneity of the gob forming operation. 

Inserted Spouts 
For long life spout applications PSR offer spouts

manufactured in PSR 315 with a fused-cast 32% ZrO2

insert.

For ease of installation the insert and spout are

supplied pre-assembled and mortared together using a

high-grade glass contact cement.

In addition the assembled unit is held in place during

shipment and installation by a specially designed clamp. An

eye-bolt is provided on the inside of the clamp for lifting the spout

into position and the fascia of the clamping unit locates inside the

spout seating ring. Once in situ the two halves of the clamp can be

unscrewed and the unit removed without disturbing the assembly.

Special Tolerance Tubes
The requirements of the modern forming process often demand

precision-machined parts. PSR are able to offer on request specially

toleranced feeder tubes with a maximum run-out of 1mm on the

external diameter.

Orifice Ring Holders & Accessory Parts
PSR offer a wide range of orifice ring holders and accessory parts

which can conveniently be packaged with standard feeder

expendable shipments.
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(1) PREFORMS are
a unique PSR
development for
orifice ring
insulation
(2) A complete
range of orifice
ring holders is
available to
compliment PSR
refractory parts

(3) A PSR-315
spout with fused
cast insert
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