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3

INTRODUCTION
This is the eighth edition of our refractory catalogue 
and comprises a comprehensive library of all 
the expendable refractory parts for gob feeder 
equipment. 

Quality
Consistency of manufacture is essential for the 
maintenance of uniform production standards and 
we operate a quality management system certified 
by Lucideon CICS Ltd to ISO 9001:2008.

The environment
We take our environmental responsibilities seriously 
and operate an environmental management system 
certified by Lucideon CICS Ltd to ISO 14001:2004.

PARKINSON-SPENCER REFRACTORIES 
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orifice rings

5” single gob - New type

8
8.5
9.5
10.5
11
12
12.5
13.5
14.5
15
16
16.5
17.5
18
19
20
20.5
21.5
22
23
24
24.5

25.5
27
28.5
30
31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49

51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75

76
78
79
81
83
84
86
87
89
90
92
94
95
97
98
100
102
103
105
106
108
110
111
113
114

144-15340
144-15341
144-15342
144-15343
144-15344
144-15345
144-15346
144-15347
144-15348
144-15349
144-15350
144-15351
144-15352
144-15353
144-15354
144-15355
144-15356
144-15357
144-15358
144-15359
144-15360
144-15361

144-15362
144-15363
144-15364
144-15365
144-15366
144-15367
144-15368
144-15369
144-15370
144-15371
144-15372
144-15373
144-15374
144-15375
144-15376
144-15377

144-15378
144-15379
144-15380
144-15381
144-15382
144-15383
144-15384
144-15385
144-15386
144-15387
144-15388
144-15389
144-15390
144-15391
144-15392
144-15393

144-15394
144-15395
144-15396
144-15397
144-15398
144-15399
144-15400
144-15401
144-15402
144-15403
144-15404
144-15405
144-15406
144-15407
144-15408
144-15409
144-15410
144-15411
144-15412
144-15413
144-15414
144-15415
144-15416
144-15417
144-15418

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 2” (51mm)

Holders number 144-1333
and 144-14363

Preform number 5S-001

Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 3” (76mm)

Holders number 144-1337
and 144-14365

Preform number 5S-002

Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 4” (102mm)

Holders number 144-1341
and 144-14367

Preform number 5S-003

Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 51⁄2” (140mm) 

Holders number 144-10330
and 144-14370

Preform number 5S-004

Gasket number LG-5S-01-S
or LG-5S-01-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 5⁄16

3 3⁄8

3 7⁄16

3 1⁄2

3 9⁄16

3 5⁄8

3 11⁄16

3 3⁄4

3 13⁄16

3 7⁄8

3 15⁄16

4
4 1⁄16

4 1⁄8

4 3⁄16

4 1⁄4

4 5⁄16

4 3⁄8

4 7⁄16

4 1⁄2

5⁄16

11⁄32

3⁄8

13⁄32

7⁄16

15⁄32

1⁄2

17⁄32

9⁄16

19⁄32

5⁄8

21⁄32

11⁄16

23⁄32

3⁄4

25⁄32

13⁄16

27⁄32

7⁄8

29⁄32

15⁄16

31⁄32

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16
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orifice rings

5” single gob - Old type

8
8.5
9.5
10.5
11
12
12.5
13.5
14.5
15
16
16.5
17.5
18

19
20
20.5
21.5
22
23
24
24.5

25.5
27
28.5
30
31.5
33.5
35
36.5

38
39.5
41.5
43
44.5
46
47.5
49

51
52
54
56
57
59
60
62

63
65
67
68
70
71
73
75

76
78
79
81
83
84
86
87

89
90
92
94
95
97
98
100

102
103
105
106
108
110
111
113
114

144-10253
144-10254
144-10255
144-10256
144-10257
144-10258
144-10259
144-10260
144-10261
144-10262
144-10263
144-10264
144-10265
144-10266

144-10164
144-10267
144-10268
144-10269
144-10270
144-10271
144-10272
144-10273

144-10274
144-10275
144-10276
144-10277
144-10278
144-10279
144-10280
144-10281

144-10282
144-10283
144-10165
144-10284
144-10285
144-10286
144-10287
144-10288

144-10289
144-10290
144-10291
144-10292
144-10293
144-10294
144-10295
144-10296

144-10297
144-10298
144-10299
144-10300
144-10301
144-10302
144-10303
144-10304

144-10305
144-10306
144-10307
144-10308
144-10309
144-10310
144-10311
144-10312

144-10313
144-10314
144-10315
144-10316
144-10317
144-10318
144-10319
144-10320

144-10321
144-10322
144-10323
144-10324
144-10325
144-10326
144-10327
144-10328
144-10329

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y =13⁄4” (44.5mm)

Holders number 144-1332
and 144-14362

Preform number 5S-005

Gasket number LG-5S-01-S
or LG-5S-01-

Dimension Y = 2” (51mm)
Holders number 144-1333
and 144-14363
Preform number 5S-007
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 21⁄2” (63mm) 
Holders number 144-1335
and 144-14364
Preform number 5S-008
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 3” (76mm)
Holders number 144-1337
and 144-14365
Preform number 5S-010
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 31⁄2” (89mm)
Holders number 144-1339
and 144-14366
Preform number 5S-012
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 4” (102mm)
Holders number 144-1341
and 144-14367
Preform number 5S-014
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 41⁄2” (114mm) 
Holders number 144-1343
and 144-14368
Preform number 5S-016
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 5” (127mm)
Holders number 144-1345
and 144-14369
Preform number 5S-018
Gasket number LG-5S-01-S
or LG-5S-01-F

Dimension Y = 51⁄2” (140mm) 
Holders number 144-10330
and 144-14370
Preform number 5S-020
Gasket number LG-5S-01-S
or LG-5S-01-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

5⁄16

11⁄32

3⁄8

13⁄32

7⁄16

15⁄32

1⁄2

17⁄32

9⁄16

19⁄32

5⁄8

21⁄32

11⁄16

23⁄32

3⁄4

25⁄32

13⁄16

27⁄32

7⁄8

29⁄32

15⁄16

31⁄32

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 5⁄16

3 3⁄8

3 7⁄16

3 1⁄2

3 9⁄16

3 5⁄8

3 11⁄16

3 3⁄4

3 13⁄16

3 7⁄8

3 15⁄16

4
4 1⁄16

4 1⁄8

4 3⁄16

4 1⁄4

4 5⁄16

4 3⁄8

4 7⁄16

4 1⁄2
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orifice rings

7” single gob

12.5
14.5
16
17.5
19
20.5

22
24
25.5
27
28.5
30

31.5
33.5
35
36.5
38
39.5

41.5
43
44.5
46
47.5
49

51
52
54
56
57
59
60
62

63
65
67
68
70
71
73
75

76
78
79
81
83
86

89
92
95
98

102
105
108
111

114
117
121
124

127
130
133
137

140
143
146
149

152
156
159
162
165

58-3012
58-3013
58-3014
58-3015
58-3016
58-3017

58-3018
58-3019
58-3020
58-3021
58-3022
58-3023

58-2662
58-3041
58-2663
58-2949
58-2664
58-2950

58-2665
58-2951
58-2666
58-2952
58-2667
58-2953

58-2525
58-2954
58-2526
58-2955
58-2527
58-2956
58-2528
58-3158

58-2529
58-3159
58-2530
58-3160
58-2531
58-3161
58-2532
58-3162

58-2533
58-3163
58-2534
58-3164
58-2535
58-2536

58-2537
58-2538
58-2539
58-2540

58-2541
58-2542
58-2543
58-2544

58-2545
58-2546
58-2547
58-2548

58-2549
58-2550
58-2551
58-2552

58-2553
58-2554
58-2555
58-2556

58-2557
58-2558
58-2559
58-2560
58-2561

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 213⁄16  (71mm)
Holder number 194-87 group 1
Preform number 7S-101
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 3” (76mm)
Holder number 194-87 group 2
Preform number 7S-102
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 31⁄4” (83mm) 
Holder number 194-87 group 3
Preform number 7S-103
Gaskets number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 31⁄2” (89mm) 
Holder number 194-87 group 4
Preform number 7S-104
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 4” (102mm)
Holder number 194-87 group 5
Preform number 7S-105
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 43⁄8” (111mm)
Holder number 194-87 group 6
Preform number 7S-106
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 43⁄4” (121mm) 
Holder number 194-87 group 7
Preform number 7S-107
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 51⁄8” (130mm) 
Holder number 194-87 group 8
Preform number 7S-108
Gaskets number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 55⁄8” (143mm)  
Holder number 194-87 group 9
Preform number 7S-109
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 61⁄16”  (154mm)
Holder number 194-87 group 10
Preform number 7S-110
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 61⁄2” (165mm) 
Holder number 194-87 group 11
Preform number 7S-111
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 615⁄16”  (176mm) 
Holder number 194-87 group 12
Preform number 7S-112
Gasket number LG-7S-03-S
or LG-7S-03-F

Dimension Y = 73⁄8” (187mm)
Holder number 194-87 group 13
Preform number 7S-113
Gasket number LG-7S-03-S
or LG-7S-03

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 3⁄8

3 1⁄2

3 5⁄8

3 3⁄4

3 7⁄8

4
4 1⁄8

4 1⁄4

4 3⁄8

4 1⁄2

4 5⁄8

4 3⁄4

4 7⁄8

5
5 1⁄8

5 1⁄4

5 3⁄8

5 1⁄2

5 5⁄8

5 3⁄4

5 7⁄8

6
6 1⁄8

6 1⁄4

6 3⁄8

6 1⁄2

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16
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orifice rings

10” single gob

25.5
28.5
30
31.5
35
38
41.5
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65

67
68
70
71
73
75
76
78
79
81
83
84
86
87
89
92
95
102

501-6344
501-9069
501-9068
501-6345
503-5815
503-5816
503-5817
503-5662
503-5663
503-5664
503-5665
503-5666
503-5667
503-5668
503-5669
503-5670
503-5671
503-5672
503-5673
503-5674
503-5675

503-5676
503-5677
503-5678
503-5679
503-5680
503-5681
503-5682
503-5683
503-5684
503-5685
503-5686
503-5687
503-5688
503-5689
501-6109
501-9275
501-6193
501-6110

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 4” 
(102mm)

Holders number 
503-108 group 1,
503-E-130 group 11
and 555-252-1

Preform number 
10S-201

Gasket number
LG-10-05-S or
LG-10-05-F

Dimension
Y = 43⁄4” (121mm) 

Holders number 
503-108 group 2, 
503-E-130 group 10
and 555-252-2

Preform number 
10S-203

Gasket number
LG-10-05-S or
LG-10-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1
1 1⁄8

1 3⁄16

1 1⁄4

1 3⁄8

1 1⁄2

1 5⁄8

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 5⁄16

3 3⁄8

3 7⁄16

3 1⁄2

3 5⁄8

3 3⁄4

4 
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orifice rings

5” double gob – New type –  
3” (76mm) centre distance

3⁄8

7⁄16

15⁄32

1⁄2

17⁄32

9⁄16

19⁄32

5⁄8

21⁄32

11⁄16

23⁄32

3⁄4

25⁄32

13⁄16

27⁄32

7⁄8

29⁄32

15⁄16

31⁄32

1

1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

9.5
11
12
12.5
13.5
14.5
15
16
16.5
17.5

18.5
19
20
20.5
21.5
22
23
24
24.5
25.5

27
28.5
30
31.5

33.5
35
36.5
38
39.5
41.5

43
44.5
46

47.5
49
51
52

54
56

81-3848
81-3849
81-3850
81-3851
81-3852
81-3853
81-3854
81-3855
81-3856
81-3857

81-3858
81-3859
81-3860
81-3861
81-3862
81-3863
81-3864
81-3865
81-3866
81-3867

81-3868
81-3869
81-3870
81-3871

81-3872
81-3873
81-3874
81-3875
81-3876
81-3877

81-3878
81-3879
81-3880

81-3881
81-3882
81-3883
81-3884

81-3885
81-3886

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 11⁄4” 
(31.5mm) 
Holders number
81-309 group 1
and 81-297 group 1
Preform number 5D-301
Gasket number LG-5D-
01-S
or LG-5D-01-F

Dimension Y = 11⁄2” 
(38mm)
Holders number
81-309 group 2
and 81-297 group 2
Preform number 5D-302
Gasket number
LG-5D-01-S
or LG-5D-01-F

Dimension Y = 13⁄4” 
(44.5mm) 
Holders number
81-309 group 3
and 81-297 group 3
Preform number 5D-303
Gasket number
LG-5D-01-S
or LG-5D-01-F

Dimension Y = 2” (51mm)
Holders number
81-309 group 4
and 81-297 group 4
Preform number 5D-304
Gasket number
LG-5D-01-S
or LG-5D-01-F

Dimension Y = 23⁄16” 
(56mm)
Holders number
81-309 group 5
and 81-297 group 5
Preform number 5D-305
Gasket number
LG-5D-01-S
or LG-5D-01-F

Dimension Y = 23⁄8” 
(60mm)
Holders number
81-309 group 6
and 81-297 group 6
Preform number 5D-306
Gasket number
LG-5D-01-S
or LG-5D-01-F

Dimension Y = 27⁄16” 
(62mm)
Holders number
81-309 group 7
and 81-297 group 7
Preform number 5D-307
Gasket number
LG-5D-01-S
or LG-5D-01-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16
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orifice rings

5” double gob – Old type – 
27⁄8” (62mm), 3” (76mm) 
centre distance

9.5
11
12
12.5
13.5
14.5
15
16
16.5
17.5

18.5
19
20
20.5
21.5
22
23
24
24.5
25.5

27
28.5
30
31.5

33.5
35
36.5
38
39.5
41.5

43
44.5
46

47.5
49
51
52

54
56

81-3036
81-3037
81-3038
81-3039
81-3040
81-3041
81-3082
81-3042
81-3083
81-3043

81-3044
81-3045
81-3084
81-3046
81-3085
81-3047
81-3086
81-3048
81-3087
81-3049

81-3050
81-3051
81-2921
81-2920

81-2919
81-2845
81-2846
81-2622
81-2847
81-2848

81-2849
81-2850
81-2851

81-2746
81-2747
81-2748
81-2749

81-3784
81-3785

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Z = 2 7⁄8” 
(73mm)
Dimension Y = 1 1⁄4” 
(31.5mm) 
Holder number
144-21312 group 1
Preform number 5D-308
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Dimension Z = 2 7⁄8” 
(73mm)
Dimension Y = 1 1⁄2” 
(38mm)
Holder number
144-21312 group 2
Preform number 5D-309
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Dimension Z = 2 7⁄8” 
(73mm)
Dimension Y = 1 3⁄4” 
(44.5mm) 
Holder number 
144-21312 group 3
Preform number 5D-310
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Dimension Z = 2 7⁄8” 
(73mm)
Dimension Y = 2” (51mm)
Holder number 
144-21312 group 4
Preform number 5D-311
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Dimension Z = 3” (76mm)
Dimension Y = 2 3⁄16” 
(56mm)
Holder number 
144-21312 group 5
Preform number 5D-312
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Dimension Z = 3” (76mm)
Dimension Y = 2 3⁄8” 
(60mm)
Holder number 
144-21312 group 6
Preform number 5D-313
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Dimension Z = 3” (76mm)
Dimension Y = 2 7⁄16” 
(62mm)
Holder number 144-14162
Preform number 5D-314
Gasket number 
LG-5D-01-S
or LG-5D-01-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

3⁄8

7⁄16

15⁄32

1⁄2

17⁄32

9⁄16

19⁄32

5⁄8

21⁄32

11⁄16

23⁄32

3⁄4

25⁄32

13⁄16

27⁄32

7⁄8

29⁄32

15⁄16

31⁄32

1

1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4
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orifice rings

7” double gob – 
3” (76mm) centre distance 

3⁄8

7⁄16

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1

1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

9.5
11
12.5
14.5
16
17.5

19
20.5
22
24
25.5

27
28.5
30
31.5

33.5
35
36.5
38
39.5
41.5

43
44.5
46

47.5
49
51
52
54

81-3815
81-3816
81-3817
81-3818
81-3819
81-3820

81-3821
81-3822
81-3823
81-3824
81-3825

81-3826
81-3827
81-3828
81-3829

81-3830
81-3831
81-3832
81-3833
81-3834
81-3835

81-3836
81-3837
81-3838

81-3839
81-3840
81-3841
81-3842
81-3843

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 1 1⁄4” (31.5mm) 
Holder number 194-74 group 1
Preform number 7D-401
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 1 1⁄2” (38mm) 
Holder number 194-74 group 2
Preform number 7D-402
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 1 3⁄4” (44.5mm) 
Holder number 194-74 group 3
Preform number 7D-403
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 2” (51mm)
Holder number 194-74 group 4
Preform number 7D-404
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 2 3⁄16 ” (56mm)
Holder number 194-74 group 5
Preform number 7D-405
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 2 3⁄8” (60mm)
Holder number 194-74 group 6
Preform number 7D-406
Gasket number LG-7D-03-S or 
LG-7D-03-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  
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orifice rings

7” double gob – New type – 
43⁄8” (111mm) centre distance

12.5
14.5
16
17.5
19
20.5
22
24
25.5
27
28.5
30

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65

67
68
70
71
73
75

194-5588
194-5589
194-5590
194-5591
194-5592
194-5593
194-5594
194-5595
194-5596
194-5597
194-5598
194-5599

194-5600
194-5601
194-5602
194-5603
194-5604
194-5605
194-5606
194-5607
194-5608
194-5609
194-5610
194-5611
194-5612
194-5613
194-5614
194-5615
194-5616
194-5617
194-5618
194-5619
194-5620
194-5621

194-5622
194-5623
194-5624
194-5625
194-5626
194-5627

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 13⁄4” (44.5mm) 
Holder number 194-141 group 1 
Holder No.194-74 group 9 is 
also compatible
Preform number 7D-407
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 3” (76mm)
Holder number 194-141 group 2
Holder No.194-74 group 14 is 
also compatible
Preform number 7D-408
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 33⁄8” (86mm)
Holder number 194-141 group 3
Holder No.194-74 group 15 is 
also compatible
Preform number 7D-410
Gasket number LG-7D-03-S or 
LG-7D-03-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16
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12.5
14.5
16
17.5
19
20.5
22
24
25.5

27
28.5
30
31.5

33.5
35
36.5
38
39.5

41.5
43
44.5
46

47.5
49
51
52

54
56
57
59

60
62
63
65

67
68
70
71
73
75

194-5534
194-5524
194-5244
194-5525
194-5245
194-5526
194-5246
194-5527
194-5247

194-5528
194-5248
194-5529
194-5249

194-5530
194-5250
194-5251
194-5252
194-5253

194-5254
194-5255
194-5256
194-5257

194-5258
194-5259
194-5260
194-5261

194-5262
194-5263
194-5264
194-5265

194-5266
194-5267
194-5268
194-5269

194-5415
194-5416
194-5417
194-5418
194-5531
194-5532

Dimension Y = 11⁄2” (38mm) 
Holder number 194-74 group 8 
Preform number 7D-411
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 13⁄4” (44.5mm) 
Holder number 194-74 group 9 
Preform number 7D-413
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 2” (51mm)
Holder number 194-74 group 10 
Preform number 7D-414
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 21⁄4” (57mm) 
Holder number 194-74 group 11
Preform number 7D-415
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 21⁄2” (63mm) 
Holder number 194-74 group 12
Preform number 7D-416
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 23⁄4” (70mm) 
Holder number 194-74 group 13
Preform number 7D-417
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 3” (76mm)
Holder number 194-74 group 14
Preform number 7D-418
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 33⁄8” (86mm)
Holder number 194-74 group 15
Preform number 7D-419
Gasket number LG-7D-03-S 
or LG-7D-03-F

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1

1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

orifice rings

7” double gob – Old type – 
43⁄8” (111mm) centre distance 

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

Dimension X		  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X		  Holder, Preform 
inches	 mm	 Part number	 & Gasket details
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orifice rings

7” double gob – Solid Bridge – 
43⁄8” (111mm) centre distance

12.5
14.5
16
17.5
19
20.5
22
24
25.5
27
28.5
30

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65

67
68
70
71
73
75

194-5687
194-5688
194-5689
194-5690
194-5691
194-5692
194-5693
194-5694
194-5695
194-5696
194-5697
194-5698

194-5699
194-5700
194-5701
194-5702
194-5703
194-5704
194-5705
194-5706
194-5707
194-5708
194-5709
194-5710
194-5711
194-5712
194-5713
194-5714
194-5715
194-5716
194-5717
194-5718
194-5719
194-5720

194-5721
194-5722
194-5723
194-5724
194-5725
194-5726

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 13⁄4” (44.5mm) 

Holder number 194-141 group 1 
(or 194-74 group 9) with 
cooling pipe removed

Preform number 7D-407

Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 3” (76mm)

Holder number 194-141 group 2 
(or 194-74 group 14) with 
cooling pipe removed

Preform number 7D-408

Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 33⁄8” (86mm)
Holder number 194-141 group 3 
(or 194-74 group 15) with 
cooling pipe removed
Preform number 7D-410
Gasket number LG-7D-03-S or 
LG-7D-03-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16
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orifice rings

7” double gob – Old type – 
43⁄8” (111mm) centre distance

12.5
16
19
22
25.5

28.5
31.5

35
36.5
38
39.5

41.5
43
44.5
46

47.5
49
51
52

54
56
57
59

60
62
63
65

115-816
115-817
115-796
115-797
115-798

115-799
115-800

115-801
115-802
115-803
115-804

115-805
115-806
115-807
115-808

115-571
115-572
115-573
115-574

115-575
115-576
115-577
115-588

115-589
115-590
115-591
115-592

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Y = 11⁄2” (38mm)
Holder number 81-272 group 17
Preform number 7D-420
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 13⁄4” (44.5mm)
Holder number 81-272 group 18
Preform number 7D-421
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 2” (51mm)
Holder number 81-272 group 19
Preform number 7D-422
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 21⁄4” (57mm)
Holder number 81-272 group 20
Preform number 7D-423
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 21⁄2” (63mm)
Holder number 81-272 group 21
Preform number 7D-424
Gasket number LG-7D-03-S 
or LG-7D-03-F

Dimension Y = 23⁄4” (70mm)
Holder number 81-272 group 22
Preform number 7D-425
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Y = 3” (76mm)
Holder number 81-272 group 23
Preform number 7D-426
Gasket number LG-7D-03-S 
or LG-7D-03-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1⁄2

5⁄8

3⁄4

7⁄8

1

1 1⁄8

1 1⁄4

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16
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orifice rings

7” double gob – Old type 
27⁄8” (62mm), 3” (76mm) & 33⁄16” 
(81mm) centre distance

9.5
11
12.5
14.5
16
17.5

19
20.5
22
24
25.5

27
28.5
30
31.5

33.5
35
36.5
38
39.5
41.5

43
44.5
46

47.5
49
51

52
54
56
57

81-3437
81-3438
81-3439
81-3440
81-3441
81-3442

81-3443
81-3444
81-3445
81-3446
81-3447

81-3448
81-3449
81-3450
81-3451

81-3452
81-3453
81-3454
81-3455
81-3456
81-3457

81-3458
81-3459
81-3460

81-3461
81-3462
81-3463

81-3472
81-3473
81-3474
81-3475

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension Z = 27⁄8” (73mm)
Dimension Y = 11⁄4” (31.5mm) 
Holder number 81-272 group 3
Preform number 7D-427
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Z = 27⁄8” (73mm)
Dimension Y = 11⁄2” (38mm)
Holder number 81-272 group 4
Preform number 7D-428
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Z = 27⁄8” (73mm)
Dimension Y = 13⁄4” (44.5mm)  
Holder number 81-272 group 5
Preform number 7D-429
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Z = 27⁄8” (73mm)
Dimension Y = 2” (51mm)
Holder number 81-272 group 6
Preform number 7D-430
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Z = 3” (76mm)
Dimension Y = 23⁄16” (56mm)
Holder number 81-272 group 13
Preform number 7D-431
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Z = 3” (76mm)
Dimension Y = 23⁄8” (60mm)
Holder number 81-272 group 11
Preform number 7D-432
Gasket number LG-7D-03-S or 
LG-7D-03-F

Dimension Z = 33⁄16” (81mm)
Dimension Y = 29⁄16” (65mm)
Holder number 
81-272 group 15
Preform number 7D-433
Gasket number LG-7D-03-S 
or LG-7D-03-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

3⁄8

7⁄16

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1

1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2

2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4



17

orifice rings

10” double gob – New type – 
43⁄8” (111mm) centre distance

22
25.5
27
28.5
30
31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75
76
78
79
83
86

501-9930
503-6255
503-6256
503-6257
503-6258
503-5766
503-5765
503-5764
503-5751
503-5750
503-5749
503-5748
503-5747
503-5746
503-5745
503-5743
503-5742
503-5735
503-5734
503-5733
503-5732
503-5731
503-5730
503-5729
503-5728
503-5727
503-5726
503-5719
503-5720
503-5721
503-5722
503-5723
503-5724
503-5725
503-5793
503-5794
503-5795
503-5796

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 33⁄4” (95mm)

Holder number 
503-114 group 1 or 
503-E-130 group 4
or 555-252-6

Preform number 
10D-501 up to
503-5732
Preform number 
10D-503 above
503-5732

Gasket number 
LG-10D-05-S or 
LG-10D-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

7⁄8

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 1⁄4

3 3⁄8
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orifice rings

10” double gob – Old type – 43⁄8” (111mm) centre 
distance

36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54

56
57
59
60
62
63
65

67
68
70
71
73
75
76

503-5707
503-5647
503-5648
503-5649
503-5650
503-5578
503-5579
503-5580
503-5581
503-5582
503-5583
503-5584

503-5586
503-5587
503-5588
503-5589
503-5590
503-5591
503-5592

503-5699
503-5700
503-5701
503-5702
503-5703
503-5704
503-5705

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 29⁄16” (65mm)

Holder number 
503-93 group 1 

Preform number 
10D-505

Gasket number 
LG-10-05-S 
or LG-10-05-F

Dimension 
Y = 3” (76mm)

Holder number 
503-93 group 2 

Preform number 
10D-508

Dimension 
Y = 37⁄16” (87mm)

Holder number 
503-93 group 3 

Preform number 
10D-510

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3

4 3⁄8”
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orifice rings

10” double gob – Solid
Bridge – 43⁄8” (111mm) centre distance

22
25.5
27
28.5
30
31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75
76
78
79
83
86

501-9109
503-6574
503-6575
503-6576
503-6577
503-6578
503-6579
503-6580
503-6581
503-6582
503-6583
503-6584
503-6585
503-6586
503-6587
503-6588
503-6589
503-6590
503-6591
503-6592
503-6593
503-6594
503-6595
503-6596
503-6597
503-6598
503-6599
503-6600
503-6601
503-6602
503-6603
503-6604
503-6605
503-6606
503-6607
503-6608
503-6609
503-6610

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 33⁄4” (95mm) 
(slot size 
81⁄8” x 33⁄4” 
or 206mm x  
95mm)

Holder number 
555-2547

Preform number 
10D-512 up to
503-6593
Preform number 
10D-514 above
503-6593

Gasket number 
LG-10D-05-S 
or LG-10D-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

7⁄8

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 1⁄4

3 3⁄8

4 3⁄8”
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orifice rings

10” double gob – 
5” (127mm) centre distance

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75
76
78
79
81
83
84
86
87
89
90
92
93
95

515-6152
515-6153
515-6154
515-6155
515-6156
515-6157
515-6158
515-6159
515-5081
515-5082
515-5083
515-5084
515-5085
515-5086
515-5087
515-5088
515-5089
515-5090
515-5091
515-5137
515-5008
515-5009
515-5010
515-5011
515-5012
515-5013
515-5014
515-5015
515-5016
515-5017
515-5018
515-5019
515-5020
515-5021
515-5022
515-5023
515-5024
515-5025
515-5026
515-5027
515-5028

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 41⁄4 ” (108mm)

Holder number 
515-11 or 503-130 
group 6
or 555-252-7

Preform number 
10D-516 up to
515-5088
Preform number 
10D-520 above
515-5088

Gasket number 
LG-10D-05-S 
or LG-10D-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 5⁄16

3 3⁄8

3 7⁄16

3 1⁄2

3 9⁄16

3 5⁄8

3 11⁄16

3 3⁄4
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orifice rings

12” double gob – 
43⁄8” (111mm) centre distance

38
41.5
44.5
47.5
51
52
54
56
57
59
60
62
63
65
67
68
70

515-5503 
515-5504
515-5505
515-5506
515-5507
515-6097
515-6061
515-6060
515-6059
515-6058
515-6057
515-6056
515-6055
515-6054
515-6053
515-6052
515-6051

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 81⁄4” (210mm) 
(slot size 81⁄4” x 
37⁄8” or 210mm x 
98mm)   

Holder number 
515-E-212

Preform number 
12D-601

Gasket number 
LG-12D-06-S or 
LG-12D-06-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄2 
1 5⁄8

1 3⁄4

1 7⁄8

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4
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orifice rings

8” triple gob – 
3” (76mm) centre distance

9.5
11
12.5
14.5
16
17.5
19
20.5
22

24
25.5
27
28.5
30
31.5
33.5
35
36.5
38

144-15093
144-15094
144-15095
144-15096
144-15097
144-15098
144-15099
144-15100
144-15101

81-6331
81-6332
81-6333
81-6334
81-6335
81-6336
81-6337
81-6338
81-6339
81-6329

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 71⁄2” (191mm) 
(slot size 71⁄2” x 
11⁄2” or 190mm x 
38mm)   
Holder number 
144-21568 group 1
Preform number 
8T-701
Gasket number 
LG-8-04-S 
or LG-8-04-F

Dimension 
Y = 8” (203mm) 
(slot size 8” x 
2” or 203mm x 
51mm)   
Holder number 
144-21568 group 2
Preform number 
8T-703
Gasket number 
LG-8-04-S 
or LG-8-04-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

3⁄8

7⁄16

1⁄2

9⁄16

5⁄8

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

Group 2

Group 1
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orifice rings

10” triple gob – New Type – 
3” (76mm) centre distance

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57

503-5860
503-5861
503-5862
503-5863
503-5864
503-5865
503-5866
503-5867
503-5868
503-5869
503-5870
503-5871
503-5872
503-5851
503-5852
503-5853
503-5854

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 85⁄8” (219mm) 
(slot size 85⁄8” x 
25⁄8” or 219mm x 
67mm)   

Holder number 
503-130 group 3
or 555-252-8

Preform number 
10T-801

Gasket number 
LG-10-05-S 
or LG-10-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4
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orifice rings

10” triple gob – Old Type – 
3” (76mm) centre distance

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51

503-5640
503-5641
503-5642
503-5643
503-5443
503-5444
503-5445
503-5446
503-5365
503-5366
503-5367
503-5447
503-5448

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 23⁄8” (60mm)

Holder number 
503-47 group 1

Preform number 
10T-803

Gasket number 
LG-10-05-S 
or LG-10-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2



25

orifice rings

10” triple gob – Solid Bridge – 
3” (76mm) centre distance

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57

503-6478
503-6479
503-6480
503-6481
503-6482
503-6483
503-6484
503-6485
503-6486
503-6487
503-6488
503-6489
503-6490
503-6491
503-6492
503-6493
503-6494

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 85⁄8” (219mm) 
(slot size 85⁄8” x 
25⁄8” or 219mm x 
67mm)   

Holder number 
503-130 group 3
or 555-252-10

Preform number 
10T-801

Gasket number 
LG-10-05-S 
or LG-10-05-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4
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orifice rings

12” triple gob – 
43⁄8” (111mm) centre distance

31.5
33.5
35
36.5
38
41.5 
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63

515-5497
515-5498
515-5499
515-5500
515-5501
515-5502
515-6014
515-6013
515-6012
515-6011
515-6010
515-6009
515-6008
515-6007
515-6006
515-6005
515-6004
515-6003
515-6002
515-6001

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Dimension 
Y = 117⁄8” (302mm) 
(slot size 117⁄8” x 
31⁄8” or 302mm x 
79mm)   

Holder number 
515-E-211 group 1
or 515-211-1

Preform number 
12T-901

Gasket number 
LG-12-06-S 
or LG-12-06-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 5⁄8 

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2
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Metering spout
orifice rings

Single gob for use with type 81 spout 
with 9/8” Ø tube

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 5⁄16

38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75
76
78
79
81
83
84

81-4800
81-4801
81-4802
81-4803
81-4804
81-4805
81-4806
81-4807
81-4808
81-4809
81-4810
81-4811
81-4812
81-4813
81-4814
81-4815
81-4816
81-4817
81-4818
81-4819
81-4820
81-4821
81-4822
81-4823
81-4824
81-4825
81-4826
81-4827
81-4828
81-4829

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
144-21841-1

Preform number 
8S-M-313

Gasket number 
LG-M-8S-S or 
LG-M-8S-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  
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Metering spout
orifice rings

Double gob 43⁄8” centre distance for 
use with type 81 spout with 9/8” Ø 
tube

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 3⁄8

25.5
27
28.5
30
31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
60

81-4701
81-4702
81-4703
81-4704
81-4705
81-4706
81-4707
81-4708
81-4709
81-4710
81-4711
81-4712
81-4713
81-4714
81-4715
81-4716
81-4717
81-4731
81-4732
81-4733
81-4734
81-4740

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
144-21839-1

Preform number 
8D-M-323

Gasket number 
LG-M-8D-S or 
LG-M-8D -F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  
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Metering spout
orifice rings

Triple gob 3” centre distance for use 
with type 81 spout with 9/8” Ø tube

17.5
19
20.5
22
24
25.5
27
28.5
30
31.5

81-4787
81-4788
81-4789
81-4790
81-4791
81-4792
81-4793
81-4794
81-4795
81-4796

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
144-21840-1

Preform number 
9T-M-333

Gasket number 
LG-M-9T-S or 
LG-M-9T-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

11⁄16

3⁄4

13⁄16

7⁄8

15⁄16

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

Metering spout
SYSTEM ASSEMBLY
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Metering spout
orifice rings

Single gob for use with type 503 & 515 
spouts with 11/10” Ø or 12/11” Ø tube

1 3⁄8

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
3 1⁄16

3 1⁄8

3 3⁄16

3 1⁄4

3 5⁄16

3 3⁄8

3 7⁄16

35
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75
76
78
79
81
83
84
86
87

503-6914
503-6915
503-6916
503-6917
503-6918
503-6919
503-6920
503-6921
503-6922
503-6923
503-6924
503-6925
503-6926
503-6927
503-6928
503-6929
503-6930
503-6931
503-6932
503-6933
503-6934
503-6935
503-6936
503-6937
503-6938
503-6939
503-6940
503-6941
503-6942
503-6943
503-6944
503-6945
503-6946

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
555-252-13

Preform number 
10S-M-513

Gasket number 
LG-M-10S-S or 
LG-M-10S-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  
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Metering spout
orifice rings

Double gob 43⁄8” centre distance for use with type 
503 & 515 spouts with 11/10” Ø or 12/11” Ø tube

25.5
27
28.5
30
31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63
65
67
68
70
71
73
75

503-6883
503-6884
503-6885
503-6886
503-6887
503-6888
503-6889
503-6890
503-6891
503-6892
503-6893
503-6894
503-6895
503-6896
503-6875
506-6898
503-6899
503-6900
503-6901
503-6902
503-6903
503-6904
503-6905
503-6906
503-6876
503-6908
503-6909
503-6910
503-6911
503-6912
503-6897
503-6907

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
555-252-12

Preform number 
10D-M-523

Gasket number 
LG-M-10D-S or 
LG-M-10D-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1
1 1⁄16

1 1⁄8

1 3⁄16

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16



32

Metering spout
orifice rings

Triple gob 3” centre distance for use
with type 503 & 515 spouts with
12/11” Ø tube

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57

503-6857
503-6858
503-6859
503-6860
503-6861
503-6862
503-6863
503-6864
503-6865
503-6866
503-6867
503-6868
503-6869
503-6870
503-6871
503-6872
503-6873

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
555-252-11

Preform number 
11T-M-533

Gasket number 
LG-M-11T-S or
LG-M-11T-F

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  
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Metering spout
orifice rings

Double gob 43⁄8” centre distance
for use with type 585 spout
with 14/13” Ø tube

35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63

65
67
68
70
71
73
75
76

585-1100
585-1101
585-1102
585-1103
585-1104
585-1105
585-1106
585-1107
585-1108
585-1109
585-1110
585-1111
585-1112
585-1113
585-1114
585-1115
585-1116
585-1117
585-1118

585-1243
585-1244
585-1245
585-1246
585-1247
585-1248
585-1249
585-1250

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
585-9-02

Preform number 
585-MDG-723

Gasket number 
LG-M585-DGA

Holder number 
585-9-03
Preform number 
585-MDG-725
Gasket number 
LG-M585-DGB

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

2 9⁄16

2 5⁄8

2 11⁄16

2 3⁄4

2 13⁄16

2 7⁄8

2 15⁄16

3
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Metering spout
orifice rings

Triple gob 43⁄8” centre distance for use 
with type 585 spout with 14/13” Ø tube

1 1⁄4

1 5⁄16

1 3⁄8

1 7⁄16

1 1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

2 5⁄16

2 3⁄8

2 7⁄16

2 1⁄2

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57
59
60
62
63

585-1125
585-1124
585-1056
585-1057
585-1058
585-1059
585-1060
585-1061
585-1062
585-1063
585-1064
585-1065
585-1066
585-1067
585-1068
585-1073
585-1074
585-1075
585-1076
585-1077
585-1078

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 
585-9-01

Preform number 
585-MTG-733

Gasket number 
LG-M585-TG

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

X

X

X
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Metering spout
orifice rings

Quad gob 3” centre distance for use 
with type 585 
spout with
14/13” Ø tube

31.5
33.5
35
36.5
38
39.5
41.5
43
44.5
46
47.5
49
51
52
54
56
57

585-1127
585-1128
585-1129
585-1130
585-1131
585-1132
585-1133
585-1134
585-1135
585-1136
585-1137
585-1138
585-1139
585-1140
585-1141
585-1142
585-1143

Dimension X			  Holder, Preform 
inches	 mm	 Part number	 & Gasket details

Holder number 585-9-01

Preform number 585-
MQG-743

Gasket number LG-M585-
QG

Metric conversions are to the nearest metric equivalents.  Actual diameters are imperial.  

1 1⁄4

1 5⁄16

1  3⁄8

1 7⁄16

1  1⁄2

1 9⁄16

1 5⁄8

1 11⁄16

1 3⁄4

1 13⁄16

1 7⁄8

1 15⁄16

2
2 1⁄16

2 1⁄8

2 3⁄16

2 1⁄4

X

X

X

X
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	 Precision
Standard	 ground	 Internal		  Flange
Part number	 Part number	 Diameter	 Length	 Diameter	
		  inches    mm	 inches    mm	 inches    mm

144-783
144-3971
144-2659

144-12949
144- 13124
144-11649
81-4198
81- 3951
81- 3418

58- 2510
81- 4200
194- 5300
81-3498
81-3479
115-549
63-729

144-15080

81-6221
115-2028
503- 5903
194-5643
503- 6115

E- 0210
E-0208
113- 548

81- 6223
503 - 5370
503-6261
503- 6427
503-6566
503-5950
501-5599

501-6126
515-5006

144-15830
501-7017
144-15831

144-15998
144-15754

58-3192
81-4521
194-5743
81-4519

503-6569

503-6545

127
127
127

152
152
152
152
152
152

178
178
178
178
178
178
178

197

203
203
203
203
203

229
235
241

254
254
254
254
254
254
254

279
279

190
190
190

226
226
226
226
226
226

251
251
251
251
251
251
251

270

276
276
276
267
267

305
311
343

344
344
344
344
344
344
344

375
375

Smaller flange & body diameter
Smaller flange & body diameter

432
457
546

432
457
546
584
610
622

546
584
610
627
686
730
762

489

584
664
730
610
686

670

584
664
686
714
781
737
829

664
711

5
5
5

6
6
6
6
6
6

7
7
7
7
7
7
7

7 3⁄4

8
8
8
8
8

9
9 1⁄4

9 1⁄2

10
10
10
10
10
10
10

11
11

17
18
21 1⁄2

17
18
21 1⁄2

23
24
24 1⁄2

21 1⁄2

23
24
24 11⁄16

27
28 3⁄4

30

19 1⁄4

23
26 1⁄8

28 3⁄4

24
27

26 3⁄8

23
26 1⁄8

27
28 1⁄8

30 3⁄4

29
32 5⁄8

26 1⁄8

28

7 1⁄2

7 1⁄2

7 1⁄2

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

10 5⁄8

10 7⁄8

10 7⁄8

10 7⁄8

10 1⁄2

10 1⁄2

12
12 1⁄4

13 1⁄2

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

14 3⁄4

14 3⁄4

STANDARD TUBES

without vent holes

Precision ground tubes are machined on the
outer body diameter to 1mm runout.

as required
as required
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	 Internal		  Flange
Part number	 Diameter	 Length	 Diameter	
	 inches    mm	 inches    mm	 inches    mm

144-15892
144-15896
144-15900
194-5739
555-2066
555-2087

144-15894
144-15898
144-15902
194-5740
555-2067
555-2088

194-5741
555-2068
555-2089
555-1520
555-1057

194-5770
555-2069
555-2090
555-1521
555-1058

555-1001
555-1786
555-1602

501-7092
555-2124

127
127
127
127
127
127

152
152
152
152
152
152

178
178
178
178
178

203
203
203
203
203

254
254
254

305
305

251
251
251
251
279
279

251
251
251
251
279
279

251
279
279
344
344

270
279
279
344
344

344
344
344

394
394

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports

without flange supports
without flange supports
without flange supports
with flange supports
with flange supports

without flange supports
without flange supports
without flange supports
with flange supports
with flange supports

without flange supports
without flange supports
without flange supports

without flange supports
without flange supports

448
473
562
626
559
610

448
473
562
625
559
610

625
559
610
594
670

495
559
610
594
670

670
686
721

559
670

5
5
5
5
5
5

6
6
6
6
6
6

7
7
7
7
7

8
8
8
8
8

10
10
10

12
12

17 5⁄8

18 5⁄8

22 1⁄8 
24 5⁄8

22
24

17 5⁄8

18 5⁄8

22 1⁄8 
24 5⁄8

22
24

24 5⁄8

22
24
23 3⁄8

26 3⁄8

19  1⁄2 
22
24
23 3⁄8

26 3⁄8

26 3⁄8

27
28 3⁄8

22
26 3⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

11
11

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

11
11

9 7⁄8

11
11
13 9⁄16

13 9⁄16

10 5⁄8

11
11
13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

15 1⁄2 
15 1⁄2 

SELF CENTERING TUBES

without vent holes

Flange diameter 
varies according to 
tube holder type
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	 Precision
Standard	 ground	 Internal		  Flange	 Vent	 Hole	 Centre
Part number	 Part number	 Diameter	 Length	 Diameter	 holes	 Diameter	 distance
		  inches    mm	 inches    mm	 inches    mm	 	 inches    mm	 inches    mm

144-14379

501-6002
144-14380
501-5029

144-14376
144-21882
144-14220
501-5020
501-5970
501-6001
501-5363
501-5028
81-4199
81-3952
501-5193
81-3903

501-7235
501-7333
81-4202
194-5162
58-3190
501-5030
144-15175
81-4201
194-5301
501-7033
501-6394
501-5023
501-5199
501-7018
81-4295
501-5161
501-6191
501-5263
81-3904
503-5845
501-5392
115-903

501-6088
501-7023
81-6222
501-7087
501-5986

144-15870

144-15905

144-15755

58-3191

194-5744

501-7009

501-6281

127
127
127
127
127

152
152
152
152
152
152
152
152
152
152
152
152

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

203
203
203
203
203

190
190
190
190
190

226
226
226
226
226
226
226
226
226
226
226
226

251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251
251

276

22
25
51
22
51

22
22
22
22
38
51
32
51
22
22
51
22

22
22
22
22
22
51
22
22
22
32
32
22
51
22
22
51
32
22
22
22
57
22

22
22
22
22
38

184
184
190
279
330

184
203
279
254
267
305
273
330
248
292
279
279

184
241
248
292
343
330
292
279
292
292
292
330
318
292
292
318
292
330
305
318
302
309

330
330
267
267
292

432
432
432
546
546

457
508
546
546
546
546
546
546
584
610
610
622

432
483
546
546
546
546
584
584
610
610
610
610
610
622
627
627
627
660
686
686
686
730

533
559
584
584
610

5
5
5
5
5

6
6
6
6
6
6
6
6
6
6
6
6

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

8
8
8
8
8

17
17
17
21 1⁄2

21 1⁄2

18
20
21 1⁄2

21 1⁄2

21 1⁄2

21 1⁄2

21 1⁄2

21 1⁄2

23
24
24
24 1⁄2

17
19
21 1⁄2

21 1⁄2

21 1⁄2

21 1⁄2

23
23
24
24
24
24
24
24 1⁄2

24 11⁄16

24 11⁄16

24 11⁄16

26
27
27
27
28 3⁄4

21
22
23
23
24

7 1⁄2

7 1⁄2

7 1⁄2

7 1⁄2

7 1⁄2

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

8 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

10 7⁄8

 7⁄8

1
2
 7⁄8

2

 7⁄8

 7⁄8

 7⁄8

 7⁄8

1 1⁄2

2
1 1⁄4 
2
 7⁄8

 7⁄8

2
 7⁄8

 7⁄8

 7⁄8

7⁄8

 7⁄8

 7⁄8

2
 7⁄8

 7⁄8

 7⁄8

1 1⁄4 
1 1⁄4 
 7⁄8

2
 7⁄8

 7⁄8

2
1 1⁄4 
 7⁄8

 7⁄8

 7⁄8

2 1⁄4

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

1 1⁄2

7 1⁄4 
7 1⁄4 
7 1⁄2 
11
13

7 1⁄4 
8
11
10
10 1⁄2 
12
10 3⁄4 
13
9 3⁄4

11 1⁄2

11
11

7 1⁄4 
9 1⁄2

9 3⁄4

11 1⁄2

13 1⁄2

13
11 1⁄2

11
11 1⁄2

11 1⁄2

11 1⁄2

13
12 1⁄2

11 1⁄2

11 1⁄2

12 1⁄2

11 1⁄2

13
12
12 1⁄2

11 7⁄8

12 3⁄16

13
13
10 1⁄2 
10 1⁄2 
11 1⁄2

STANDARD TUBES

with vent holes

Precision ground tubes are 
machined on the outer body 
diameter to 1mm runout.

4
4
2
4
3

4
4
4
8
3
3
4
3
4
4
3
4

4
4
4
4
3
3
4
4
4
3
4
3
3
4
4
3
4
3
4
4
3
4

4
4
4
4
3
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	 Precision
Standard	 ground	 Internal		  Flange	 Vent	 Hole	 Centre
Part number	 Part number	 Diameter	 Length	 Diameter	 holes	 Diameter	 distance
		  inches    mm	 inches    mm	 inches    mm	 	 inches    mm	 inche    mm

501-5999
194-5637
501-5995
501-6073
501-6000
501-5986
501-5993
501-6054
501-5999
501-7088
501-5197
501-6253
501-5597
115-2029
501-6051
501-5158
501-5671
501-5939
501-5685
503-5891
503-5982
503-5893
503-5894
503-5895
515-5162

113-716

81-6224
503-6237
503-5369
503-5741
503-6547
501-5767

501-5391

501-5173
501-5156
501-5203
501-5998
501-5457
501-5431
501-5188
501-6168
501-6480
501-7013
503-6267
501-6160

501-6209
503-6262
501-6231

503-5936

515-6151
501-5997
501-6097

501-6245

503-6544
501-6343

503-6549

503-6546

501-6485
501-6426

503-6620

501-7010

503-6570

501-7014

203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203
203

241

254
254
254
254
254
254

254

254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254

254

254

254
254
254
254

267

276

343

344
344
344
344
344
344

344

344
344
344
344
344
344
344
344
344
344
344
344
344
344
344
344
344

344

344

344
344
344
344

51
22
51
22
51
38
51
22
51
22
22
32
51
22
22
22
32
51
51
22
32
38
44
51
22

22

22
22
22
44
32
38

51

32
38
51
51
51
51
57
32
51
51
22
51
38
38
51
22
51

51

51

51
22
22
32

305
330
203
216
216
292
292
305
305
330
330
330
330
318
330
330
330
330
330
330
330
330
330
330
330

368

267
222
318
330
330
330

318
318
318
330
343
343
359
381
318
381
318
318
356
381
318
318
381

 

406
368
381
381

610
610
610
610
610
610
610
610
610
641
660
660
660
664
686
686
686
686
686
730
730
730
730
730
775

670

584
664
664
664
664
664

664

664
664
664
664
664
664
664
664
664
664
686
686
686
686
686
686
692

711

714

711
714
714
714

8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8
8

9 1⁄2

10
10
10
10
10
10

10

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

10

10

10
10
10
10

24
24
24
24
24
24
24
24
24
25 1⁄4

26
26
26
26 1⁄8

27
27
27
27
27
28 3⁄4

28 3⁄4

28 3⁄4

28 3⁄4

28 3⁄4

30 1⁄2 

26 3⁄8

23
26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

26 1⁄8

27
27
27
27
27
27
27 1⁄4

28

28 1⁄8

28
28 1⁄8

28 1⁄8

28 1⁄8

10 1⁄2

10 7⁄8

13 1⁄2

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

12
13
8
8 1⁄2

8 1⁄2

11 1⁄2

11 1⁄2

12
12
13
13
13
13
12 1⁄2

13
13
13
13
13
13
13
13
13
13
13

14 1⁄2 

10 1⁄2 
8 3⁄4

12 1⁄2

13
13
13

12 1⁄2

12 1⁄2

12 1⁄2

13
13 1⁄2

13 1⁄2

14 1⁄8

15
12 1⁄2

15
12 1⁄2

12 1⁄2

14
15
12 1⁄2

12 1⁄2

15

 

16
14 1⁄2

15
15

3
4
3
4
3
3
3
4
3
4
4
4
4
4
3
4
4
3
4
4
4
4
4
4
4

4

4
4
4
4
4
4

4
4
3
3
4
5
5
4
4
4
4
4
4
4
3
4
3

3

3

4
4
4
4

2
 7⁄8

2
 7⁄8

2
1 1⁄2

2
 7⁄8

2
 7⁄8

 7⁄8

1 1⁄4

2
 7⁄8

 7⁄8

 7⁄8

1 1⁄4

2
2
 7⁄8

1 1⁄4

1 1⁄2

1 3⁄4

2
 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

1 3⁄4

1 1⁄4

1 1⁄2

2

1 1⁄4

1 1⁄2

2
2
2
2
2 1⁄4

1 1⁄4

2
2
 7⁄8

2
1 1⁄2

1 1⁄2

2
 7⁄8

2

2

2

2
 7⁄8

 7⁄8

1 1⁄4

1x13” (330mm) 1x13 1⁄4” 
(336mm) 1x131⁄2” (343mm) 

1x141⁄2” (368mm) 1x15” 
(381mm) 1x151⁄2” (394mm) 

1x15” (381mm) 1x15 1⁄4” 
(387mm) 1x151⁄2” (394mm) 



40

	 Precision
Standard	 ground	 Internal		  Flange	 Vent	 Hole	 Centre
Part number	 Part number	 Diameter	 Length	 Diameter	 holes	 Diameter	 distance
		  inches    mm	 inches    mm	 inches    mm	 	 inches    mm	 inche    mm

503-6362

503-5936

501-6372

503-5949

503-6543
503-6567
503-6526
501-6200

515-5270
501-6196
515-5007
515-5132
501-5619

515-6018

501-6481

503-6570

501-6410
501-7047
501-7003

501-7026
501-7025
501-7045

501-7011

501-7038

254

254

254
254
254
254
254
254
254
254
254
254
254

279
279
279
279
279
279

305

344
344
344
344
344
344
344
344
344
344
344

375
375
375
375
375
375

392

22

51

38
38
22
22
51
38
38
51
22
51
51

22
22
22
51
32
32

22

387

381
387
381
318
406
324
375
406
362
406
445

318
318
368
368
368
387

368

714

714

714
721
730
737
737
740
740
779
781
810
851

664
711
711
711
711
721

724

10

10

10
10
10
10
10
10
10
10
10
10
10

11
11
11
11
11
11

12

28 1⁄8

28 1⁄8

28 1⁄8

28 3⁄8

28 3⁄4

29
29
29 1⁄8

29 1⁄8

30 11⁄16

30 3⁄4

31 7⁄8

33 1⁄2 

26 1⁄8

28
28
28
28
28 3⁄8

28 1⁄2

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

14 3⁄4

14 3⁄4

14 3⁄4

14 3⁄4

14 3⁄4

14 3⁄4

15 7⁄16

15 1⁄4

15
15 1⁄4

15
12 1⁄2

16
12 3⁄4 
14 3⁄4 
16
14 1⁄4

16
17 1⁄2 

12 1⁄2

12 1⁄2

14 1⁄2

14 1⁄2

14 1⁄2

15 1⁄4

14 1⁄2

4

3

4
3
4
4
4
4
4
3
4
3
3

4
4
4
3
4
3

4

 7⁄8

2

1 1⁄2

1 1⁄2

 7⁄8

 7⁄8

2
1 1⁄2

1 1⁄2

2
 7⁄8

2
2

 7⁄8

 7⁄8

 7⁄8

2
1 1⁄4

1 1⁄4

 7⁄8

1x15” (381mm) 1x15 1⁄4” 
(387mm) 1x15 1⁄2” (394mm) 
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Standard	 Internal		  Flange	 Vent	 Hole	 Centre
Part number	 Diameter	 Length	 Diameter	 holes	 Diameter	 distance
	 tnches    mm	 inches    mm	 inches    mm	 	 inches    mm	 inche    mm

144-15893
144-15897
144-15901
194-5746
555-2071
555-2092

144-15895
144-15899
144-15903
194-5747
555-2072
555-2093

194-5748
555-2073
555-2094
501-7082
555-2154
555-1518
555-1056

194-5769
555-2074
555-2095
555-2155
555-1519
555-2543
555-1793
555-1340
555-1837
555-1832

555-2707
555-1415

501-7281

555-1052
555-1765
555-1795
555-1825
555-1826
555-1779
555-1794
555-1788

448
473
562
625
559
610

448
473
562
625
559
610

625
559
610
635
670
594
670

495
559
610
670
594
610
610
670
670
686

559
594

600

670
670
670
670
670
670
670
670

251
251
251
251
279
279

251
251
251
251
279
279

251
279
279
279
279
344
344

270
279
279
279
344
344
344
344
344
344

344
344

344

344
344
344
344
344
344
344
344

22
22
22
22
22
22

22
22
22
22
22
22

22
22
22
22
22
22
22

22
22
22
22
22
38
38
22
38
22

51
22

51

22
22
51
51
51
51
38
51

184
184
279
292
230
279

184
184
279
292
230
279

292
230
279
279
318
241
318

292
230
279
318
241
305
305
318
318
330

222
254

3x216
3x229

318
318
318
406
318
330
330
330

127
127
127
127
127
127

152
152
152
152
152
152

178
178
178
178
178
178
178

203
203
203
203
203
203
203
203
203
203

254
254

254

254
254
254
254
254
254
254
254

5
5
5
5
5
5

6
6
6
6
6
6

7
7
7
7
7
7
7

8
8
8
8
8
8
8
8
8
8

10
10

10

10
10
10
10
10
10
10
10

17 5⁄8

18 5⁄8

22 1⁄8

24 5⁄8

22
24

17 5⁄8

18 5⁄8

22 1⁄8

24 5⁄8

22
24

24 5⁄8

22
24
25
26 3⁄8

23 3⁄8

26 3⁄8

19 1⁄2 
22
24
26 3⁄8

23 3⁄8

24
24
26 3⁄8

26 3⁄8

27

22
23 3⁄8

23 5⁄8

26 3⁄8

26 3⁄8

26 3⁄8

26 3⁄8

26 3⁄8

26 3⁄8

26 3⁄8

26 3⁄8

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

11
11

9 7⁄8

9 7⁄8

9 7⁄8

9 7⁄8

11
11

9 7⁄8

11
11
11
11
13 9⁄16

13 9⁄16

10 5⁄8

11
11
11
13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

 7⁄8

1 1⁄2 
1 1⁄2 
 7⁄8

1 1⁄2 
 7⁄8

2
 7⁄8

2

 7⁄8

 7⁄8

2
2
2
2
1 1⁄2 
2

7 1⁄4 
7 1⁄4 
11
11 1⁄2

9
11

7 1⁄4 
7 1⁄4 
11
11 1⁄2

9
11

11 1⁄2

9
11
11
12 1⁄2

9 1⁄2

12 1⁄2

11 1⁄2

9
11
12 1⁄2

9 1⁄2

12
12
12 1⁄2

12 1⁄2

13

8 3⁄4 
10

3x8 1⁄2 
3x9

12 1⁄2

12 1⁄2

12 1⁄2

16
12 1⁄2

13
13
13

SeLF
CENTERING TUBES

with vent holes

Flange diameter 
varies according to 
tube holder type

4
4
4
4
4
4

4
4
4
4
4
4

4
4
4
4
4
3
3

4
4
4
4
3
3
4
3
3
3

3
3

6

3
4
3
3
4
3
4
3

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
with flange supports
with flange supports

without flange supports
without flange supports
without flange supports
without flange supports
with flange supports
with flange supports
with flange supports
with flange supports
with flange supports
with flange supports

without flange supports
without flange supports

without flange supports

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
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Standard	 Internal		  Flange	 Vent	 Hole	 Centre
Part number	 Diameter	 Length	 Diameter	 holes	 Diameter	 distance
	 tnches    mm	 inches    mm	 inches    mm	 	 inches    mm	 inche    mm

555-1329
555-1881

501-7249

555-1653
555-1822
555-1181
555-2565
555-1787
501-7110

555-1833
555-1808
555-2663
501-7035
501-7053

555-1807

670
670

670

721
721
721
721
721
749

670
721
721
721
721

721

344
344

344

344
344
344
344
344
344

394
394
394
394
394

394

22
38

38

51
38
22
32
44
51

22
22
51
32
38

22

387
318

3x216
3x229

387
387
387
387
387
416

337
387
387
387
387

387

254
254

254

254
254
254
254
254
254

279
279
279
279
279

305

10
10

10

10
10
10
10
10
10

11
11
11
11
11

12

15 1⁄4 
12 1⁄2

3x8 1⁄2 
3x9

15 1⁄4 
15 1⁄4 
15 1⁄4 
15 1⁄4 
15 1⁄4 
16 3⁄8

13 1⁄4 
15 1⁄4 
15 1⁄4 
15 1⁄4 
15 1⁄4 

15 1⁄4 

3
3

6

3
3
3
3
4
4

3
3
3
3
3

3

without flange supports
without flange supports

without flange supports

without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports
without flange supports

without flange supports

26 3⁄8

26 3⁄8

26 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

29 1⁄2

26 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

13 9⁄16

15 1⁄2 
15 1⁄2 
15 1⁄2 
15 1⁄2 
15 1⁄2 

15 1⁄2 

7⁄8

1 1⁄2

 
1 1⁄2

 

2
1 1⁄2 
7⁄8

1 1⁄4 
1 3⁄4 
2

7⁄8

7⁄8

2
1 1⁄4 
1 1⁄2 

7⁄8
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Metering
TUBES

Metering SPOUT
HEAT BAFFLES

Part 	 Internal	 Internal		  Vent	 Hole	 Centre
number	 diameter	 diameter	 Length	 holes	 diameter	 distance
	 upper	 lower
	 inches  mm	 inches  mm	 inches  mm	 inches	 inches  mm	 inches  mm

Part 		
number	 Application	

229
254

279
305

279

305

356

356

203
229

254
279

254

279

330

356

670
670

670
670

721

721

721

724

25
25

38
38

38

38

38

35

292
292

313
313

356

356

356

387

9
10

11
12

11

12

14

14

8
9

10
11

10

11

13

14

26 3⁄8

26 3⁄8

26 3⁄8

26 3⁄8

28 3⁄8

28 3⁄8

28 3⁄8

28 1⁄2 

3
3

3
3

3

3

3

4

1
1

1 1⁄2 
1 1⁄2 

1 1⁄2 

1 1⁄2 

1 1⁄2 

1 3⁄8

11 1⁄2 
11 1⁄2 

12 5⁄16

12 5⁄16

14

14

14

151⁄4

81-4698
81-4784

555-2133
555-2130

555-2132

555-2126

585-1054

E-0218

81-4830
81-4697
555-2134

555-2139
555-2129
555-2136
555-2131
555-2127
585-1098
585-1071

81 spout with 9/8” tube for single gob operation
81 spout with 9/8” tube for double gob operation
81 spout with 10/9” tube for triple gob operation

503 & 515 spouts with 11/10” tube for single gob operation
503 & 515 spouts with 11/10” tube for double gob operation
503 & 515 spouts with 12/11” tube for single gob operation
503 & 515 spouts with 12/11” tube for double gob operation
503 & 515 spouts with 12/11” tube for triple gob operation
585 spout with 14/13” tube for triple gob operation
585 spout with 14/13” tube for quadruple gob operation

Use with type 81 metering spout
Use with type 81 metering spout

Use with type 503 metering spout
Use with type 503 metering spout

Use with type 515 metering spout

Use with type 515 metering spout

Use with type 585 metering spout

Conventional 14” tube for use with 
conventional spout in 585 casing



44

PLUNGERS

Standard point – Shape No.1

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

144-11793
144-389
144-388

81-4568
144-490
144-3168
144-3169
81-4633
81-4637
81-4634
81-4636

81-4604
58-2582
58-2583
58-2584
58-2585
58-2586
58-2587
58-2588
58-2589

70
63
70

70
76
83
89
70
76
83
89

83
83
89
95
102
108
114
121
127

60
60
60

70
70
70
70
70
70
70
70

79
79
79
79
79
79
79
79
79

grooved
grooved
grooved

holed
grooved
grooved
grooved
holed
holed
holed
holed

grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved

648
686
686

686
686
686
686
711
711
711
711

686
816
816
816
816
816
816
816
816

25  1⁄2

27
27

27
27
27
27
28
28
28
28

27
32  1⁄8

32  1⁄8

32  1⁄8

32  1⁄8

32  1⁄8

32  1⁄8

32  1⁄8

32  1⁄8

2 3⁄8

2 3⁄8

2 3⁄8

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

Plunger with holed locator

Plunger with grooved locator

2 3⁄4

2 1⁄2

2 3⁄4

2 3⁄4

3
3 1⁄4

3 1⁄2

2 3⁄4

3
3 1⁄4

3 1⁄2

3 1⁄4

3 1⁄4

3 1⁄2

3 3⁄4

4
4 1⁄4

4 1⁄2

4 3⁄4

5
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PLUNGERS

Ball point – Shape No.2

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

501-5681
501-5680
501-6159
501-5679
501-5678
501-5582
515-5172
515-5173
515-5174
515-5175
515-5176
501-6318
501-6292
501-6313
501-6304
501-6314

144-1246
144-1217

144-11794
144-1218
81-4566
503-5652
503-5653
503-5654
503-5697
144-13842
503-6562
503-6563
503-6564
503-6565

144-11795
144-11796
144-11797
144-780
144-781
144-3985
81-4589
81-4590
81-4591
81-4592
81-4593
81-4594
81-4595

45
51
54
57
60
63
45
51
57
60
63
51
54
57
60
63

63
70

76
76
83
76
83
89
102
76
76
83
89
102

83
89
95
83
89
95
83
89
95
102
108
114
121

51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51

60
60

70
70
70
70
70
70
70
70
70
70
70
70

79
79
79
79
79
79
79
79
79
79
79
79
79

holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed

grooved
grooved

grooved
grooved
grooved
holed
holed
holed
holed
grooved
holed
holed
holed
holed

grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved

762
762
762
762
762
762
806
806
806
806
806
813
813
813
813
813

686
686

648
686
686
762
762
762
762
775
813
813
813
813

648
648
648
660
660
660
686
686
686
686
686
686
686

1 3⁄4

2
2 1⁄8

2 1⁄4

2 3⁄8

2 1⁄2

1 3⁄4

2
2 1⁄4

2 3⁄8

2 1⁄2

2
2 1⁄8

2 1⁄4

2 3⁄8

2 1⁄2

2 1⁄2

2 3⁄4

3
3
3 1⁄4

3
3 1⁄4

3 1⁄2

4
3
3
3 1⁄4

3 1⁄2

4

3 1⁄4

3 1⁄2

3 3⁄4

3 1⁄4

3 1⁄2

3 3⁄4

3 1⁄4

3 1⁄2

3 3⁄4

4
4 1⁄4

4 1⁄2

4 3⁄4

30
30
30
30
30
30
31 3⁄4

31 3⁄4

31 3⁄4

31 3⁄4

31 3⁄4

32
32
32
32
32

27
27

25 1⁄2

27
27
30
30
30
30
30 1⁄2

32
32
32
32

25 1⁄2

25 1⁄2

25 1⁄2

26
26
26
27
27
27
27
27
27
27

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2

2 3⁄8

2 3⁄8

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

2 3⁄4

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

Plunger with holed locator

Plunger with grooved locator
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Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

81-4596
503-6707
503-6708
503-6709
503-6800
503-6801
503-6802
503-6803
503-6804
503-6809
144-12238
144-12239
144-13116
144-13117
144-13118
144-13119
144-13120
144-5483
29-607
144-5470
144-5471
144-5472
144-5177
58-2573
58-2574
58-2575
58-2576
501-8388
58-2577
58-2578
58-2579
58-2580

113-584
113-585
113-586
113-587

5
3 1⁄4

3 1⁄2

3 3⁄4

4
4 1⁄4

4 1⁄2

4 3⁄4

5
5 1⁄2

3 1⁄4

3 1⁄2

3 3⁄4

4
4 1⁄4

4 1⁄2

4 3⁄4

3 1⁄4

3 1⁄2

3 3⁄4

4
4 1⁄4

3
3 1⁄4

3 1⁄2

3 3⁄4

4
4
4 1⁄4

4 1⁄2

4 3⁄4

5

5 1⁄2

6
6 1⁄2

7

27
30
30
30
30
30
30
30
30
30
30 1⁄2 
30 1⁄2 
30 1⁄2 
30 1⁄2 
30 1⁄2 
30 1⁄2 
30 1⁄2 
31 1⁄8

31 1⁄8

31 1⁄8

31 1⁄8

31 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32  1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

32 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3  1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

5 1⁄8

5 1⁄8

5 1⁄8

5 1⁄8

127
83
89
95
102
108
114
121
127
140
83
89
95
102
108
114
121
83
89
95
102
108
76
83
89
95
102
102
108
114
121
127

140
152
165
178

79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79
79

130
130
130
130

grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
grooved
special square cut groove
grooved
grooved
grooved
grooved

special blind holes
special blind holes
special blind holes
special blind holes

686
762
762
762
762
762
762
762
762
762
775
775
775
775
775
775
775
791
791
791
791
791
816
816
816
816
816
816
816
816
816
816

816
816
816
816
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PLUNGERS

Standard point tapered – Shape No.5

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

503-5129
503-5128
503-5094
503-5360
503-5398
503-5361
503-6571
515-5166
515-5167
515-5168
515-5169
515-5170
515-5171
503-6552
503-6553
503-6551
503-6555
503-6556
503-6557
501-6358
501-6357
501-6355
501-6280
501-6359
501-6353

81-3929
81-3928
81-3920
81-3921
81-3683
81-3749
81-3750

144-735

503-6000
503-5598
503-5599
503-5600
503-5601

45
48
51
54
57
60
63
45
48
51
54
57
60
45
48
51
54
57
60
45
48
51
54
57
60

32
38
45
48
51
60
63

70

60
63
70
76
83

51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51
51

57
57
57
57
57
57
57

60

70
70
70
70
70

holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed

grooved
grooved
grooved
grooved
grooved
grooved
grooved

none

holed
holed
holed
holed
holed

DG – 3” CD
DG – 3” CD
DG – 3” CD
DG – 3” CD
DG – 3” CD
DG – 3” CD
DG – 3” CD

762
762
762
762
762
762
762
803
803
803
803
803
803
813
813
813
813
813
813
813
813
813
813
813
813

686
686
686
686
686
686
686

686

762
762
762
762
762

30
30
30
30
30
30
30
31 3⁄4 
31 3⁄4 
31 3⁄4 
31 3⁄4 
31 3⁄4 
31 3⁄4 
32
32
32
32
32
32
32
32
32
32
32
32

27
27
27
27
27
27
27

27

30
30
30
30
30

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2

2 1⁄4 
2 1⁄4 
2 1⁄4 
2 1⁄4 
2 1⁄4 
2 1⁄4 
2 1⁄4 

 2 3⁄8

2 3⁄4 
2 3⁄4 
2 3⁄4 
2 3⁄4 
2 3⁄4 

Plunger with holed locator

Plunger with grooved locator

1 3⁄4 
1 7⁄8

2
2 1⁄8

2 1⁄4 
 2 3⁄8

2 1⁄4

1 3⁄4 
1 7⁄8

2
2 1⁄8

2 1⁄4 
 2 3⁄8

1 3⁄4 
1 7⁄8

2
2 1⁄8

2 1⁄4 
 2 3⁄8

1 3⁄4 
1 7⁄8

2
2 1⁄8

2 1⁄4 
 2 3⁄8

1 1⁄4 
1 1⁄2 
1 3⁄4 
1 7⁄8

2
 2 3⁄8

2 1⁄4

2 3⁄4 

 2 3⁄8

2 1⁄2

2 3⁄4 
3
3 1⁄4 
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Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

503-6554
503-6558
503-6559
503-6560
503-6561

144-11792
144-13853

29-611
29-612
29-610

501-5681
501-5680
501-5679
501-5678
501-5582

501-8860
144-12237
501-5089
144-14156
29-609

144-2778
144-11395

144-7755
144-7652
144-7653
501-5338

60
63
70
76
83

70
76

63
70
76

45
51
57
60
63

76
76
63
70
76

1 3⁄4

2
2 1⁄4

2 3⁄8

2 1⁄2

3
3
2 1⁄2

2 3⁄4

3

63
70

76
89
105
89

70
70
70
70
70

79
79

79
79
79

51
51
51
51
51

79
79
79
79
79

60
79

70
79
79
79

holed
holed
holed
holed
holed

grooved
grooved

grooved
grooved
grooved

holed
holed
holed
holed
holed

holed
grooved
grooved
grooved
grooved

grooved
grooved

grooved
grooved
grooved
grooved

813
813
813
813
813

775
775

816
816
816

762
762
762
762
762

775
775
816
816
816

686
816

648
648
648
816

32
32
32
32
32

30 1⁄2 
30 1⁄2 

32 1⁄8

32 1⁄8

32 1⁄8

30
30
30
30
30

30 1⁄2

30 1⁄2

32 1⁄8

32 1⁄8

32 1⁄8

27
321⁄8

25 1⁄2

25 1⁄2

25 1⁄2

32 1⁄8

3
3 1⁄2

4 1⁄8

3 1⁄2

21⁄2

23⁄4

2 3⁄4 
2 3⁄4 
2 3⁄4 
2 3⁄4 
2 3⁄4 

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

2
2
2
2
2

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

3 1⁄8

23⁄8

31⁄8

2 3⁄4

3 1⁄8

3 1⁄8

3 1⁄8

2 3⁄8

2 1⁄2

2 3⁄4 
3
3 1⁄4 

2 3⁄4 
3

2 1⁄2

2 3⁄4 
3

PLUNGERS

Taper point – Shape No.3

PLUNGERS

Square point – Shape No.4

PLUNGERS

Ball point tapered – Shape No.6
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TWIN
PLUNGERS

with offset point

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

501-8641
81-3894
81-3895
81-3896
81-3742
81-3743
81-3744

81-4066
81-4067
81-4068
81-4069
81-4070
81-4071
81-4131
81-4132
81-4133
503-5450
503-5449
81-4134

144-15106
144-15107

555-2140
555-2141
501-8352
501-8352

501-8376
501-8377
503-6000
515-6096
503-5598
515-6017

45
45
48
51
54
60
63

45
48
51
54
60
63
45
48
51
54
60
63

45
45

45
45
45
45

45
45
60
60
63
63

57
57
57
57
57
57
57

51
51
51
51
51
51
51
51
51
51
51
51

38
38

51 or 38
51 or 38
44
44

44
44
70
70
70
70

grooved
grooved
grooved
grooved
grooved
grooved
grooved

holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed
holed

holed
holed

holed
holed
holed
holed

holed
holed
holed
holed
holed
holed

special
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD

DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD
DG - 4 3⁄8” CD

TG - 3” CD
TG - 3” CD

TG - 4 3⁄8” CD
TG - 4 3⁄8” CD
TG - 4 3⁄8” CD
TG - 4 3⁄8” CD

TG - 4 3⁄8” CD
TG - 4 3⁄8” CD
TG - 4 3⁄8” CD
TG - 4 3⁄8” CD
TG - 4 3⁄8” CD
TG - 4 3⁄8” CD

centre
outer

centre
outer
centre
outer

centre
outer
centre
outer
centre
outer

711
711
711
711
711
711
711

711
711
711
711
711
711
762
762
762
762
762
762

590
590

711
711
711
711

762
762
762
762
762
762

28
28
28
28
28
28
28

28
28
28
28
28
28
30
30
30
30
30
30

23 3/4
23 3/4

28
28
28
28

30
30
30
30
30
30

2 1⁄4 
2 1⁄4

2 1⁄4 
2 1⁄4 
2 1⁄4 
2 1⁄4 
2 1⁄4 

2
2
2
2
2
2
2
2
2
2
2
2

1 1⁄2

1 1⁄2

2 or 1 1⁄2      
2 or 1 1⁄2  
1.74
1.74

1.74
1.74
2 3⁄4 
2 3⁄4 
2 3⁄4 
2 3⁄4 

Plunger with 
holed locator

Plunger with 
grooved 
locator

1 3⁄4 
1 3⁄4

1 7⁄8

2
2 1⁄8

2 3⁄8

2 1⁄2

1 3⁄4 
1 7⁄8

2
2 1⁄8

2 3⁄8

2 1⁄2

1 3⁄4 
1 7⁄8

2
2 1⁄8

2 3⁄8

2 1⁄2

 

1 3⁄4

1 3⁄4

1 3⁄4

1 3⁄4

1 3⁄4

1 3⁄4

1 3⁄4

1 3⁄4

2 3⁄8

2 3⁄8

2 1⁄2

2 1⁄2

Part number		 Dimension X	 Dimension Y	 Dimension Z	 Holder locator
		  inches    mm	 inches    mm	 inches    mm

TRIPLE
PLUNGERS

with standard point (centre) & offset point (outer)

X

Y

Z

Y

Y

Z Z

Y

XX

X

Z
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Part	 Product	 Description	 SiO2	 Al2O3	 ZrO2	 Fe2O3	 TiO2	 CaO	 MgO	 Na2O & K2O
number	 name	 and application	 %	 %	 %	 %	 %	 %	 %	 %

CEMENTS & POWDERS

1320-30

1320-455

1320-40

1320-225

1380-86

1320-460

1320-470

1380-30

1380-80

Spout luting 
cement

Orifice luting 
cement

Air set cement

Castable 
insulation

Ceramic fibre 
insulation

Anti-adhesive 
cement

Stop leak 
material

Sil-o-cel 
powder

Insulating 
material

Zircon patch 
150

Zirmul patch 
150

Korkom 50

Korkom 7G

LIC-1400

A fireclay based paste for filling the joint between the spout and 
the front channel.
Supplied pre-mixed and ready for use.
Loss on heating 26.5%

A fireclay based paste for sealing the gap between the spout and 
the orifice ring.
Supplied dry for mixing with water to the required consistency.
Loss on heating 8.31%

A general purpose mortar for jointing forehearth brickwork. 
Supplied pre-mixed and ready for use.
Loss on heating 3.42%

A lightweight castable insulation for insulation of forehearth 
substructure.
Supplied dry for mixing with water to the required consistency.
Max service temperature 1300°C. Typical thermal conductivity 
0.48 W/M°K @ 600°C

1260°C grade chopped bulk ceramic fibre for forehearth & spout 
insulation

A fine aluminous powder sprinkled on the orifice luting cement 
to prevent sticking and ease removal of the orifice ring after use.

A coarse glass resistant grog used beneath forehearth channels 
to prevent glass penetration.
Also used as a barrier infill material between the spout and the 
spout casing. 

An ultra fine siliceous powder used for insulation between the 
orifice ring and the holder.
Supplied and installed dry.

A lightweight expanded fireclay grog used as an insulation fill 
between the spout and the spout casing.
Supplied and installed dry.
Typical thermal conductivity 0.49 W/M°K @ 600°C

A high purity zircon plastic putty intended for non-glass 
contact use. Applications include repairs to furnace crowns 
and superstructures, filling expansion joints, and patching 
regenerator crowns, breast fronts, back walls and port areas.

A blend of zircon and mullite supplied dry for mixing with water 
for ramming into a mould or former. Typical applications include 
glass contact areas of the furnace where a quick turnaround is 
required.

A corrosion resistant concrete manufactured from fused cast 
alumina grains. It is applied as a monolithic barrier layer beneath 
channels and in the distributor bottom.

A fine corrosion resistant mortar manufactured from fused cast 
alumina grains. It is applied as a top layer over Korkom 50 for 
bedding the distributor bottom glass contact tiles.

A Lightweight Insulation Castable used for spout insulation. 
Supplied dry for mixing with water. Typical thermal conductivity 
0.3 W/M°K @ 200°C. Max service temperature 1400°C.

53.69

67.54

77.8

43.3

2.8

15.0

91.1

57.1

32.5

35.0

36

16.36

20.23

14.3

35.9

96.0

73.0

4.0

33.52

0.6

25.0

94.0

94.0

49

11.0

63.5

37.0

1.72

1.85

0.41

6.3

0.1

0.1

1.3

3.66

1.6

0.73

1.0

0.42

1.6

0.1

0.15

1.36

0.02

0.20

0.04

9.4

0.1

0.5

0.62

4.0

4.0

10.5

0.44

0.40

0.10

0.1

0.6

1.2

0.64

.037

3.44

0.2

1.3

2.34

For complete details of safe usage and application refer to relevant PSR Health & Safety Data Sheets available on request
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PREFORMS AND
LUTING GASKETS

SPOUT INSULATION
KITS

PREFORMS and luting gaskets are manufactured from 
body soluble alkaline earth silicate wools rated for use up 
to 1200°C.

• The PREFORM fits inside the orifice ring holder and its 
inner profile matches the outer profile of the orifice 
ring, making it the neatest and most efficient form of 
orifice ring insulation.

• The luting gasket is sized according to the size of the 
orifice ring and is an alternative solution to the use of 
spout luting cement to seal between the orifice ring and 
the spout. It is supplied in soft or firm grades according 
to preference.

The part numbers of PREFORMS and luting gaskets are 
detailed alongside each orifice ring type.

‘S’ denotes a soft gasket and ‘F’ denotes a firm gasket

For complete details of safe usage and application of 
PREFORMS, luting gaskets and spout insulation kits refer 
to relevant PSR Health & Safety Data Sheets available on 
request.

Spout insulation kits are manufactured from flexible 
microporous insulation panels encased in glass cloth. 
Rated at up to 1000°C and applied to the inside of the 
spout casing, they are the most effective insulation 
medium for reducing heat loss from the spout bowl.

Part number	 Spout type	 Spout depth	 Single/double layer	 Thickness

FBK-01	 81-18” wide	 standard	 single	 13mm
FBK-02	 81-18” wide	 standard	 double	 26mm
FBK-03	 81-18” wide	 deep	 single	 13mm
FBK-04	 81-18” wide	 deep	 double	 26mm
FBK-05	 81-16” offset	 deep	 double	 26mm
FBK-10	 115	 deep only	 single	 13mm
FBK-11	 115	 deep only	 double	 26mm
FBK-20	 144-centreline	 deep	 double	 26mm
FBK-21	 144-centreline	 standard	 double	 26mm
FBK-22	 144-angular shearing	 standard	 double	 26mm
FBK-23	 144-angular shearing	 deep	 double	 26mm
FBK-40	 194	 deep	 single	 13mm
FBK-41	 194	 deep	 double	 26mm
FBK-42	 194	 standard	 single	 13mm
FBK-43	 194	 standard	 double	 26mm
FBK-50	 503	 deep only	 single	 13mm
FBK-51	 503	 deep only	 single	 26mm walls – 13mm base
FBK-52	 503	 deep only	 single	 13mm
FBK-60	 515	 deep only	 single	 13mm
FBK-61	 515	 deep only	 double	 26mm walls – 13mm base
FBK-80	 555	 deep only	 double	 26mm
FBK-81	 555	 deep only	 single	 13mm
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		  SiO2	 Al2O3	 ZrO2	 Fe2O3	 TiO2	 CaO	 MgO	 Na2O	 K2O
		  %	 %	 %	 %	 %	 %	 %	 %	 %

REFRACTORY MATERIALS
COMPOSITION & PROPERTIES

VC-40

VC-60

SM-62 *

LW-40

P-56

P-60

P-333V

PSR-311

PSR-315

PSR-333

PSR-333FG

PSR-925

PSR-993

PSR-930

Slip cast

Slip cast

Slip cast

Pressed

Pressed

Pressed

Pressed

Slip cast

Slip cast

Slip cast

Slip cast

Slip cast

Slip cast

Slip Cast

0.1

0.20

0.29

0.3

0.12

0.17

0.14

0.15

0.09

0.01

0.10

54.0

37.0

36.78

53.0

≥20

38.0

17.6

8.0

13.0

15.0

15.6

0.11

12.8

41.0

60.0

61.41

40.0

≥60

60.0

65.0

91.0

68.0

73.0

69.0

76.11

99.7

61.8

≥9

15.3

18.0

11.1

13.6

23.1

24.9

1.75

1.0

0.64

1.00

≤1.5

0.8

0.87

0.12

0.13

0.2

0.79

0.02

0.06

1.1

1.0

0.43

0.15

0.25

0.40

0.10

0.17

0.32

0.07

0.09

0.25

0.05

0.05

0.14

0.12

0.06

0.05

0.1

0.05

0.03

0.04

0.21

0.10

0.08

0.11

0.05

0.08

0.01

0.1

0.04

0.02

0.01

0.30

0.50

0.03

0.03

0.34

0.39

0.30

0.3

0.32

0.12

0.10

* 0.1% creep in compression 50 hours @ 1425°C (0.3MN m-2)

All values are average and subject to change without notice.

										        
				    Reversible		
	 Cold			   thermal	
Bulk	 compressive	 Apparent		  expansion	 Thermal
Density	 strength	 porosity	 Refractoriness	 20-1000°C	 Conductivity	 Application	

KG m-3	 MPa	 %	 °C	 %	 Wm-1K-1

2199

2400

2450

1220

≥2450

2500

2820

2635

3111

2820

2625

3450

3270

3380

66.4

90

101

15

48.4

90

56.7

90

87.3

87.3

474

190

18

22

20

45

≤27

15

21

27

20

21

27

14-16

14-15

13

1717

1800

1809

0.5

	
	
	
	

0.52

0.60

0.63

0.7

0.63

0.63

0.8

1.44 @ 600°C
1.57 @ 1000°C
1.60 @ 1200°C

1.99 @ 600°C
1.91 @ 1000°C
1.87 @ 1200°C

1.98 @ 600°C
1.90 @ 1000°C
1.86 @ 1200°C

0.65 @ 200°C
0.65 @ 600°C
0.72 @ 1000°C

2.02 @ 600°C
1.87 @ 1000°C
1.80 @ 1200°C

Furnace blocks

Furnace blocks

Forehearth & distributor 
superstructure, spout 
covers & burner blocks

Semi–insulation furnace 
blocks

Forehearth brickwork

Forehearth brickwork

Colourant forehearth 
brickwork

Zircon free expendables

Spouts, tubes & stirrers

Standard feeder 
expendables
Channel blocks
Colourant forehearth 
superstructure

Orifice rings

Extra long life spouts

Forehearth channels, 
distributor glass contact 
blocks & spouts

Extra long life feeder 
expendables
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SPOUT
BOWLS

One-piece type and inserted type

	
One-piece	 Inserted spout				  
Part	 Part	 Throat	 Internal	 Internal	 Tube
number	 number	 diameter	 depth	 width	 seat	 Feeder type
		  inches  mm	 inches  mm	 inches  mm	

127
127
127
197
127
127
152/127
152/127
178

178
152/127
203/178

178

203
152/127
152/127
178
178
203/178
152/127
178
203

152
152
152
152
254
254
254
254
254

184
184
184

184

184
241
241
241
241
241
236
254
254

356
356
356
356
356
356
356
356
406

406
406
406

457

457
406
406
406
406
406
406
457
457

raised
raised
flat
flat
raised
flat
raised
flat
flat

flat
raised
flat

flat

flat
raised
flat
raised
flat
flat
flat
flat
flat

81-INS-6362-030
or
81-INS-4537-030
81-INS-4487-031

81-INS-4571-023
81-INS-4015-020
81-INS-6342-021

5
5
5
7 3⁄4 
5
5
6/5
6/5
7

7
6/5
8/7

7

8
6/5
6/5
7
7
8/7
6/5
7
8

6
6
6
6
10
10
10
10
10

7 1⁄4

7 1⁄4 
7 1⁄4 

7 1⁄4 

7 1⁄4 
9   1⁄2 
9   1⁄2 
9   1⁄2 
9   1⁄2 
9   1⁄2 
9 5⁄16

10
10

14
14
14
14
14
14
14
14
16

16
16
16

18

18
16
16
16
16
16
16
18
18

144-704
144-14178
144-14179
144-15145
29-890
29-600
144-14180
144-14177
144-15030

81-3795
81-3793
81-4444
81-6362 
or
81-4537
81-4487
81-3907
81-3794
81-3908
81-3792
81-4381
81-4571
81-4015
81-6342

144 standard
144 standard angular shearing
144 standard
144 standard for 8” TG
144 deep
144 deep
144 deep
144 deep
144 deep for 7” DG

81 standard offset
81 standard offset
81 standard offset

81 & 81/555 standard centre line

81 standard centre line
81 deep offset
81 deep offset
81 deep offset
81 deep offset
81 deep offset
81 deep centreline
81 centreline
81 centreline

Inserted type spout bowls are supplied as a 2-piece assembly comprising the spout 
bowl with a separate spout insert. 

The spout bowl would normally be manufactured in PSR-315.

Manufacture of the spout insert in fused cast material or special bonded refractory 
material enables the tube seating to be protected and the life of the spout to be 
extended. 

The refractory specification of the insert should be specified at the time of order.

Inserted spouts are supplied pre-assembled and mortared together using a high 
grade refractory cement. 

The assembled unit is held together by a specially designed clamp that can be easily 
removed after installation.

The inserted spouts shown below are available as standard.

Spout with 
flat tube 
seat

Internal 
depth

Internal 
width

Throat
diameter

Spout with 
raised tube 
seat

Spout bowl

Insert
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One-piece	 Inserted spout				  
Part	 Part	 Throat	 Internal	 Internal	 Tube
number	 number	 diameter	 depth	 width	 seat	 Feeder type
		  inches  mm	 inches  mm	 inches  mm	

203/178
152/127

127
152/127
203
127
152/127
127
203
203/178
127
152/127
178
203
203/178

178
203
178
203/178

178
203/178
230/178

254
178
203/178
203/178
254
254
254
279/254

254
305
203/178

279/254

254
305
279/254

254
254

184
184
184
254
254
184
184
184
254
254
254
254
254

184
184
254
254

287
287
287

184
287
287
287
287
287
287
287

287
287
330

330

330
330
330

457
457

356
356
356
356
356
457
457
457
457
457
457
457
457

457
457
457
457

559
559
559

559
559
559
559
559
559
559
559

610
610
559

610

610
610
610

flat
raised

flat
flat
flat
flat
flat
flat
flat
flat
flat
flat
flat
flat
flat

flat
flat
flat
flat

flat
flat
flat

flat
flat
flat
flat
flat
flat
flat
flat

flat
flat
flat

flat

flat
flat
raised

81-INS-4573-020
81-INS-4574-021
81-INS-4575-022

194-INS-5224-030
81-INS-6341-031
194-INS-5223-020

115-INS-870-050
115-INS-870-051
115-INS-870-052

503-INS-6231-002
503-INS-5400-001
503-INS-5963-004
503-INS-6616-004
503-INS-5080-002

503-INS-5938-002
503-INS-6210-006

515-INS-5133-002
515-INS-5139-040
515-INS-5164-004

515-INS-6149-006

515-INS-6150-002
515-INS-6015-040

8/7
6/5

5
6/5
8
5
6/5
5
8
8/7
5
6/5
7
8
8/7

7
8
7
8/7

7
8/7
9/7

10
7
8/7
8/7
10
10
10
11/10

10
12
8/7

11/10

10
12
11/10

10
10

7 1⁄4 
7 1⁄4 
7 1⁄4 
10
10
7 1⁄4 
7 1⁄4 
7 1⁄4 
10
10
10
10
10

7 1⁄4 
7 1⁄4 
10
10

11 5⁄16

11 5⁄16

11 5⁄16

7 1⁄4 
11 5⁄16

11 5⁄16

11 5⁄16

11 5⁄16

11 5⁄16

11 5⁄16

11 5⁄16

11 5⁄16

11 5⁄16

13

13

13
13
13

18
18

14
14
14
14
14
18
18
18
18
18
18
18
18

18
18
18
18

22
22
22

22
22
22
22
22
22
22
22

24
24
22

24

24
24
24

81-4342
81-4646

81-4522
81-4523
81-4660
81-4577
81-4578
81-4535
81-4538
81-4539
81-4572
81-4635
81-4573
81-4574
81-4575

194-5224
81-6341
194-5223
194-5636

115-870

503-6231
503-5400
503-5963
503-6616
503-5080
503-3845
503-5938
501-6210

515-5133
515-5139
515-5164
515-6149 
or
515-5001
515-6150
515-6015
515-5314

81 centreline
81 centreline

81/555 standard
81/555 standard
81/555 standard
81/555 deep
81/555 deep
81/555 standard
81/555 standard
81/555 standard
81/555 deep
81/555 deep
81/555 deep
81/555 deep
81/555 deep

194 standard
194 standard
194 deep
194 deep

115 deep only
115 deep only
115 deep only

503 standard straight sided
503 deep
503 deep
503 deep straight sided
503 deep
503 deep reinforced
503 deep straight sided
503 deep

515 shallow entry
515 shallow entry
515 narrow entry

515

515
515
515
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Metering
spout bowls

Spout		  Shearing	 Entry	 Internal	 Internal
part number	 Feeder	 angle	 Depth (D1)	 Depth (D2)	 Width (W)
			   inches    mm	 inches    mm	 inches    mm

81-4672
81-4673
81-4674
81-4675
81-4676
81-4677
81-4678
81-4679
81-4680
81-4681
81-4682
81-4683
81-4684
81-4685
81-4686
81-4687
81-4924
81-4688
81-4689
81-4690
81-4691
81-4692
81-4693
81-4694
81-4695
81-4696

81-4759
81-4760
81-4761
81-4762
81-4763
81-4764
81-4765
81-4923
81-4766
81-4767
81-4768
81-4769

centreline
5°R
10°R
15°R
20°R
25°R
30°R
90°L
85°L
80°L
75°L
70°L
65°L
60°L
55°L
50°L
48°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L

centreline
5°R
10°R
15°R
20°R
25°R
30°R
48°R
90°L
85°L
80°L
75°L

81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81
81

81
81
81
81
81
81
81
81
81
81
81
81

254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254

254
254
254
254
254
254
254
254
254
254
254
254

457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457
457

457
457
457
457
457
457
457
457
457
457
457
457

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

178
178
178
178
178
178
178
178
178
178
178
178

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

7
7
7
7
7
7
7
7
7
7
7
7

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

10
10
10
10
10
10
10
10
10
10
10
10

18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18
18

18
18
18
18
18
18
18
18
18
18
18
18

Type 81 metering spouts for use with 10/9” tube for TG operation

Type 81 metering spouts for use with 9/8” tube for SG or DG operation

Metering spout bowls have an elliptical outlet that matches the elliptical shape of the orifice ring and the axis of the 
outlet needs to match the shearing angle of the feeder mechanism.
The shearing angle of the feeder mechanism can range from centreline shearing, where the axis of the forming machine 
is the same as the centreline of the forehearth, to 90° left or right, where the axis of the forming machine is at 90° to 
the centreline of the forehearth.
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Spout		  Shearing	 Entry	 Internal	 Internal
part number	 Feeder	 angle	 Depth (D1)	 Depth (D2)	 Width (W)
			   inches    mm	 inches    mm	 inches    mm

81-4770
81-4771
81-4772
81-4773
81-4774
81-4932
81-4775
81-4776
81-4777
81-4778
81-4779
81-4780
81-4781
81-4782
81-4783

503-7018
503-7019
503-7020
503-7021
503-7022
503-7023
503-7043
503-7044
503-7045
503-7046
503-7047
503-7048
503-7049
503-7050
503-7051
503-7052
503-7053
503-7054
503-6882
503-7055
503-7056
503-7057
503-7058
503-7059
503-7060
503-7061
503-7062
503-7063
503-7064
503-7065
503-7066
503-7067
503-7068
503-7069
503-7070
503-7071

503-6948
503-6949
503-6950
503-6951
503-6952
503-6953
503-6954
503-6955
503-6956

70°L 
65°L
60°L
55°L
50°L
48°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L

centreline
5°R
10°R
15°R
20°R
25°R
30°R
35°R
40°R
45°R
50°R
55°R
60°R
65°R
70°R
75°R
80°R
85°R
90°L
85°L
80°L
75°L
70°L
65°L
60°L
55°L
50°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L

centreline
5°R
10°R
15°R
20°R
25°R
30°R
35°R
40°R

81
81
81
81
81
81
81
81
81
81
81
81
81
81
81

503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503

503
503
503
503
503
503
503
503
503

254
254
254
254
254
254
254
254
254
254
254
254
254
254
254

287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287

287
287
287
287
287
287
287
287
287

457
457
457
457
457
457
457
457
457
457
457
457
457
457
457

559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559

559
559
559
559
559
559
559
559
559

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

178
178
178
178
178
178
178
178
178

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

7
7
7
7
7
7
7
7
7

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

 115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

 115⁄16

 

18
18
18
18
18
18
18
18
18
18
18
18
18
18
18

22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22

22
22
22
22
22
22
22
22
22

Type 503 metering spouts for use with 12/11” tube for SG, DG or TG operation

Type 503 metering spouts for use with 11/10” tube for SG or DG operation
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Spout		  Shearing	 Entry	 Internal	 Internal
part number	 Feeder	 angle	 Depth (D1)	 Depth (D2)	 Width (W)
			   inches    mm	 inches    mm	 inches    mm

503-6957
503-6958
503-6959
503-6960
503-6961
503-6962
503-6963
503-6964
503-6965
503-6966
503-6967
503-6968
503-6969
503-6970
503-6971
503-6972
503-6973
503-6974
503-6975
503-6976
503-6977
503-6978
503-6979
503-6980
503-6981
503-6982
503-6983

515-5324
515-5325
515-5326
515-5327
515-5377
515-5328
515-5329
515-5330
515-5331
515-5332
515-5333
515-5352
515-5353
515-5354
515-5355
515-5356
515-5357
515-5358
515-5359
515-5274
515-5360
515-5361
515-5362
515-5363
515-5364
515-5378
515-5365
515-5366
515-5367
515-5368
515-5369
515-5370
515-5371
515-5372

45°R
50°R
55°R
60°R
65°R
70°R
75°R
80°R
85°R
90°L
85°L
80°L
75°L
70°L
65°L
60°L
55°L
50°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L

centreline
5°R
10°R
15°R
17°R
20°R
25°R
30°R
35°R
40°R
45°R
50°R
55°R
60°R
65°R
70°R
75°R
80°R
85°R
90°L
85°L
80°L
75°L
70°L
65°L
61°L
60°L
55°L
50°L
45°L
40°L
35°L
30°L
25°L

503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503
503

515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515

287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287
287

330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330

559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559
559

610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

115⁄16

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13

22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22
22

24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
22

Type 515 metering spouts for use with 11/10” tube for SG or DG operation
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Spout		  Shearing	 Entry	 Internal	 Internal
part number	 Feeder	 angle	 Depth (D1)	 Depth (D2)	 Width (W)
			   inches    mm	 inches    mm	 inches    mm

515-5373
515-5374
515-5375
515-5376

515-5279
515-5280
515-5281
515-5282
515-5283
515-5284
515-5285
515-5286
515-5287
515-5288
515-5289
515-5290
515-5291
515-5292
515-5293
515-5294
515-5295
515-5296
515-5297
515-5298
515-5299
515-5300
515-5301
515-5302
515-5276
515-5303
515-5304
515-5305
515-5306
515-5307
515-5308
515-5309
515-5310
515-5311
515-5312
515-5313

585-1173
585-1174
585-1175
585-1176
585-1177
585-1178
585-1179
585-1180
585-1181
585-1182
585-1183
585-1184
585-1185
585-1186
585-1187
585-1188
585-1189
585-1190
585-1191

20°L
15°L
10°L
5°L

centreline
5°R
10°R
15°R
20°R
25°R
30°R
35°R
40°R
45°R
50°R
55°R
60°R
65°R
70°R
75°R
80°R
85°R
90°L
85°L
80°L
75°L
70°L
65°L
60°L
55°L
50°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L

90°L
85°L
80°L
75°L
70°L
65°L
60°L
55°L
50°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L
centreline

515
515
515
515

515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515
515

585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585

330
330
330
330

330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330

330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330

610
610
610
610

610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610

711
711
711
711
711
711
711
711
711
711
711
711
711
711
711
711
711
711
711

178
178
178
178

178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178
178

254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254

7
7
7
7

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

13
13
13
13

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13

24
24
24
24

24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24

28
28
28
28
28
28
28
28
28
28
28
28
28
28
28
28
28
28
28

Type 515 metering spouts for use with 12/11” tube for SG, DG or TG operation

Type 585 metering spouts for use with 14/13” tube for DG, TG or QG operation
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Spout		  Shearing	 Entry	 Internal	 Internal
part number	 Feeder	 angle	 Depth (D1)	 Depth (D2)	 Width (W)
			   inches    mm	 inches    mm	 inches    mm

585-1192
585-1193
585-1194
585-1195
585-1196
585-1197
585-1198
585-1199
585-1200
585-1201
585-1202
585-1203
585-1204
585-1205
585-1206
585-1207
585-1208

585-1303
585-1304
585-1305
585-1306
585-1307
585-1308
585-1309
585-1310
585-1311
585-1312
585-1313
585-1314
585-1315
585-1316
585-1317
585-1318
585-1319
585-1320
585-1321
585-1322
585-1323
585-1324
585-1325
585-1326
585-1327
585-1328
585-1329
585-1330
585-1331
585-1332
585-1333
585-1334
585-1335
585-1336
585-1337
585-1338

E-0850

5°R
10°R
15°R
20°R
25°R
30°R
35°R
40°R
45°R
50°R
55°R
60°R
65°R
70°R
75°R
80°R
85°R

90°L
85°L
80°L
75°L
70°L
65°L
60°L
55°L
50°L
45°L
40°L
35°L
30°L
25°L
20°L
15°L
10°L
5°L
centreline
5°R
10°R
15°R
20°R
25°R
30°R
35°R
40°R
45°R
50°R
55°R
60°R
65°R
70°R
75°R
80°R
85°R

centreline

585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585

585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585
585

585

330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330

330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330
330

330

711
711
711
711
711
711
711
711
711
711
711
711
711
711
711
711
711

610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610
610

711

254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254

254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254
254

287

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

115⁄16

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13

13

28
28
28
28
28
28
28
28
28
28
28
28
28
28
28
28
28

24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24

28

Type 585 “Low Pull” metering spouts for use with 14/13” tube for DG, TG or QG operation

Conventional spout for use with 14” conventional tube in 585 casing
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SPOUT ACCESSORIES

for 81 feeder with 16” wide spout

all
all
all

6” stationary
6” stationary

7” stationary
7” stationary

all
all
all

6” revolving
6” revolving

7” revolving
7” revolving

8” revolving
8” revolving

10” revolving
10” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

1
1

1
1

1
1
1

1
1

1
1

1
1

1
1

For use with rotor segments (stationary tube) 

81-2653
81-2652
81-2654

81-1999
81-1998

81-3433
81-3434

81-2653
81-2652
81-2654

81-3812
81-3811

194-5006
81-3813

81-6214
81-6217

81-6215
81-6219

Rear spout 
cover block

Front spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block

RH spout 
burner block

LH spout 
burner block

		  Tube	 Number
Part number		  diameter	 per assembly

Rear spout 
cover block

For use without rotor segments (revolving tube) 

Centre spout 
burner block
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SPOUT ACCESSORIES

for 81 feeder with 18” wide spout

all
all
all

7” stationary
7” stationary

all
all
all
all

7” revolving
7” revolving

8” revolving
8” revolving

10” revolving
10” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear

Spout burner LH
Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

1
1

1
1
1
1
1
1
1

1
1

1
1

1
1

For use with rotor segments (stationary tube) 

81-4033
81-4034
81-4032

81-4035
81-4036 (plain) or 81-4173 (baffle)

58-2365
81-4033
81-4034
81-4032

194-5006
194-5005 or 194-5578 (baffle)

81-6214
81-6218 or  SC83 (baffle)

81-6215
81-6220 or  SC87 (baffle)

For use without rotor segments (revolving tube)

		  Tube	 Number
Part number		  diameter	 per assembly

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

See note below *

See note below *

See note below *

See note below *

Rear spout 
cover block

Front spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block

RH spout 
burner block

LH spout 
burner block

Rear spout 
cover block

Centre spout 
burner block
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SPOUT ACCESSORIES

for 81/555 feeder with 14” (356mm) 
wide spout

all
all
all

5” revolving
5” revolving
5” revolving
5” revolving

6” revolving
6” revolving
6” revolving
6” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

1
1
1
1

1
1
1
1

81-4526
81-4524
81-4525

81-4550
81-4558
81-4546
81-4554

81-4551
81-4559
81-4547
81-4555

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block



66

SPOUT ACCESSORIES

for 81/555 feeder with 18” (457mm) 
wide spout

all
all
all

5” revolving
5” revolving
5” revolving
5” revolving

6” revolving
6” revolving
6” revolving
6” revolving

7” revolving
7” revolving
7” revolving
7” revolving

8” revolving
8” revolving
8” revolving
8” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

1
1
1
1

1
1
1
1

1
1
1
1

1
1
1
1

81-4543
81-4544
81-4545

81-4550
81-4558
81-4546
81-4554

81-4551
81-4559
81-4547
81-4555

81-4552
81-4560
81-4548
81-4556

81-4553
81-4561
81-4549
81-4557

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block
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SPOUT ACCESSORIES

for 144 feeder

all
all
all

5” revolving
5” revolving
5” revolving

6” revolving
6” revolving
6” revolving

7” revolving
7” revolving

73⁄4 revolving
73⁄4 revolving

all
all
all

7” revolving
7” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear
Spout cover insulation

Spout cover front
Spout cover rear
Spout cover insulation

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

1
1
2

1
1
2

1
1

1
1

1
1
1

1
1

For use with rotor segments (stationary tube) 

144-13094
144-13095
144-13096

144-5031
144-5023
144-5027

144-12432
144-12430
144-12431

144-14139
144-14140

144-15086
144-15085

194-5010
194-5008
194-5009

194-5006
194-5005 (plain) or 194-5578 
(baffle) 

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

See note below *

SPOUT ACCESSORIES

for 194 feeder
For use without rotor segments (revolving tube)

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block

		  Tube	 Number
Part number		  diameter	 per assembly
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SPOUT ACCESSORIES

for 115 feeder

all
all
all
all

7” stationary
7” stationary

all
all
all
all

7” revolving
7” revolving

8” revolving
8” revolving

10” revolving
10” revolving

Spout burner LH
Spout burner RH
Spout burner centre LH
Spout burner centre RH

Spout cover front
Spout cover rear

Spout burner LH
Spout burner RH
Spout burner centre LH
Spout burner centre RH

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1
1

2
1	 See note below *

1
1
1
1

2
1	 See note below *

2
1	 See note below *

1
1	 See note below *

For use with rotor segments (stationary tube) 

58-2365
58-2364
115-520
115-521

115-511
115-506 (plain) or 115-933 
(baffle)

58-2365
58-2364
115-520
115-521

115-2038
115-2042 or  SC92 (baffle)

115-2039
115-2041 or  SC88 (baffle)

115-2037
115-2040 or 503-5873 (baffle)

		  Tube	 Number
Part number		  diameter	 per assembly

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

Rear spout 
cover block

Rear spout 
cover block

Front spout 
cover blocks

Front spout 
cover blocks

RH Centre spout 
burner block

RH Centre spout 
burner block

LH Centre spout 
burner block

LH Centre spout 
burner block

RH spout 
burner block

RH spout 
burner block

For use without rotor segments (revolving tube) LH spout 
burner block

LH spout 
burner block
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SPOUT ACCESSORIES

for 503 feeder

all
all
all
all

8” stationary
8” stationary

10” stationary
10” stationary

all
all
all
all

7” revolving
7” revolving

8” revolving
8” revolving

10” revolving
10” revolving

Spout burner LH
Spout burner RH
Spout burner centre LH
Spout burner centre RH

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout burner LH
Spout burner RH
Spout burner centre LH
Spout burner centre RH

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1
1

2
1

2
1

1
1
1
1
1
1
1

2
1

2
1

2
1

For use with rotor segments (stationary tube) 

58-2365
58-2364
115-520
115-521

503-6617
503-6635 (plain) or 503-6618 (baffle)

503-5940
503-5939 (plain) or 503-6568 (baffle)

58-2365
58-2364
115-520
115-521

503-5391
503-5392 (plain) or 503-5899 (baffle)

503-6118
503-6119 (plain) or 503-6120 (baffle)

503-5134
503-5135 (plain) or 503-5873 (baffle)

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

RH spout 
burner block

For use without rotor segments (revolving tube)

		  Tube	 Number
Part number		  diameter	 per assembly

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

See note below *

See note below *

See note below *

See note below *

See note below *

Rear spout 
cover block

Front spout 
cover block

LH Centre
spout 

burner
block

RH Centre spout 
burner block

RH spout 
burner block

LH spout 
burner block
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SPOUT ACCESSORIES

for 503/555 feeder

all
all
all

7” revolving
7” revolving
7” revolving
7” revolving

8” revolving
8” revolving
8” revolving
8” revolving

10” revolving
10” revolving
10” revolving
10” revolving

11” revolving
11” revolving
11” revolving
11” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

2
1
6
3

2
1
6
3

2
1
6
3

2
1
6
3

555-1245
555-1244
555-1243

555-1670
555-1666
555-1668
555-1672

555-1669
555-1665
555-1667
555-1671

555-1246
555-1247
555-1283
555-1288

555-1820
555-1819
555-1283
555-1288

Rear spout 
cover block

Front spout 
cover block Centre spout 

burner block

LH spout 
burner block
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SPOUT ACCESSORIES

for 515 feeder

all
all
all
all

10” revolving
10” revolving

11” revolving
11” revolving

12” revolving
12” revolving

Spout burner LH
Spout burner RH
Spout burner centre LH
Spout burner centre RH

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

Spout cover front
Spout cover rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1
1

2
1

2
1

2
1

515-5005
515-5004
515-5003
515-5002

503-5134
503-5135 (plain) or 503-5873 (baffle)

113-745
115-746 (plain) or 515-5145 (baffle)

515-6066
515-6067 (plain) or 515-5142 (baffle)

*Baffle type spout covers form a partial separation between the spout zone and the equalising section. See illustration on page 73

See note below *

See note below *

See note below *

Rear spout 
cover block

Front spout 
cover block

LH Centre
spout 

burner
block

RH Centre spout 
burner block

RH spout 
burner block

LH spout 
burner block
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SPOUT ACCESSORIES

for 515/555  feeder

all
all
all

10” revolving
10” revolving
10” revolving
10” revolving

11” revolving
11” revolving
11” revolving
11” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

		  Tube	 Number
Part number		  diameter	 per assembly

1
1
1

2
1
6
3

2
1
6
3

555-1782
555-1784
555-1783

555-1246
555-1247
555-1283
555-1288

555-1820
555-1819
555-1283
555-1288

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block
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SPOUT ACCESSORIES

for 585 feeder

		  Tube	 Number
Part number		  diameter	 per assembly

Rear spout 
cover block

Front spout 
cover block

Centre spout 
burner block

LH spout 
burner block

13”
13”
13”

13” revolving
13” revolving
13” revolving
13” revolving

Spout burner LH
Spout burner RH
Spout burner centre

Spout cover front
Spout cover rear
Spout cover insulation front
Spout cover insulation rear

1
1
1

2
1
6
3

585-1010
585-1011
585-1012

585-1089
585-1090
585-1086
585-1087

Illustration of rear spout cover block with baffle
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PADDLE TYPE
STIRRERS

Paddle type stirrers are designed to fit PSR’s Cord Dispersal Stirrer System but can also be fitted to other proprietary 
stirrer equipment.

The stirrer length (X dimension), and paddle width (Y dimension) need to be specified at the time of order.

For ordering please quote reference E-0641 (right hand stirrer) and E-0642 (left hand stirrer) with the X & Y dimensions 
required.

Left hand stirrer
E-0642

Right hand stirrer
E-0641
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Left hand stirrer Right hand stirrer

Part number		 Dimension X	 Dimension Y	 Dimension Z	
		  inches    mm	 inches    mm	 inches    mm

119-863
119-902

144-10165
501-5727

98-693
501-5128

98-516
119-906

98-795
98-796

501-6223
501-6222

119-1022

119-1038
119-1037

520-1101
520-1102

520-1120
520-1121

501-6248
501-6249

501-5935
501-5936

501-6195
501-6194

501-6220
501-6219

501-6251
501-6252

501-6270
501-6269

501-6301
501-6302

501-5038
501-5037

686
686

686
686

762
762

762
762

838
838

838
838

838

860
860

914
914

914
914

978
978

978
978

1016
1016

1029
1029

1029
1029

1029
1029

1067
1067

1219
1219

115
115

190
190

115
115

190
190

190
190

230
230

190

190
190

115
115

190
190

115
115

190
190

230
230

241
241

305
305

305
305

305
305

115
115

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

right hand
left hand

165
165

152
152

165
165

165
165

165
165

165
165

165

165
165

146
146

146
146

165
165

165
165

165
165

165
165

184
184

184
184

184
184

165
165

27
27

27
27

30
30

30
30

33
33

33
33

33

337⁄8

337⁄8

36
36

36
36

38 1⁄2

38 1⁄2

38 1⁄2

38 1⁄2

40
40

40 1⁄2

40 1⁄2

40 1⁄2

40 1⁄2

40 1⁄2

40 1⁄2

42
42

48
48

6 1⁄2

6 1⁄2

6
6

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

5 3⁄4

5 3⁄4

5 3⁄4

5 3⁄4

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

6 1⁄2

7 1⁄4

7 1⁄4

7 1⁄4

7 1⁄4

7 1⁄4

7 1⁄4

6 1⁄2

6 1⁄2

4 1⁄2

4 1⁄2

7 1⁄2

7 1⁄2

4 1⁄2

4 1⁄2

7 1⁄2

7 1⁄2

7 1⁄2

7 1⁄2

9
9

7 1⁄2

7 1⁄2

7 1⁄2

4 1⁄2

4 1⁄2

7 1⁄2

7 1⁄2

4 1⁄2

4 1⁄2

7 1⁄2

7 1⁄2

9
9

9 1⁄2

9 1⁄2

12
12

12
12

12
12

4 1⁄2

4 1⁄2

SCREW TYPE
(HELICAL) STIRRERS
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ROTOR SEGMENTS

Part number	 Quantity	 Dimension X	 Application	
		  inches    mm

81-3101
81-3419
41-4078
501-5125

81-3488
81-3487
81-4079
501-5126

115-563
115-745
115-918

501-6834
503-6550

503-5910
503-6527

81 feeder with 6” tube and standard spout
81 feeder with 6” tube and deep spout
81 feeder with 6” tube and deep spout
81 feeder with 6” tube and deep spout

81 feeder with 7” tube and standard spout
81 feeder with 7” tube and deep spout
81 feeder with 7” tube and deep spout
81 feeder with 7” tube and deep spout

115 feeder with 7” tube
115 feeder with 7” tube
115 feeder with 7” tube

503 feeder with 8” tube
503 feeder with 8” tube

503/515 feeder with 10” tube
503/515 feeder with 10” tube

467
524
505
498

467
524
505
498

573
573
554

559
575

533
578

18 3⁄8

20 5⁄8

19 7⁄8

19 5⁄8

18 3⁄8

20 5⁄8

19 7⁄8

19 5⁄8

22 9⁄16

22 9⁄16

21 13⁄16

22
22 5⁄8

21
22 3⁄4

3
3
3
3

3
3
3
3

3
3
3

3
3

3
3

Typical assembly of 
3 rotor segments

Single 
rotor 
segment

Rotor 
assembly 
inverted
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PARKINSON-SPENCER REFRACTORIES LTD

Holmfield, Halifax, West Yorkshire, UK. HX3 6SX
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